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ROBUST & DURABLE STRONG
OVER ANY REQUIREMENTS

For over 32 years, CEM, SHENZHEN EVERBEST MACHINERY INDUSTRY CO.,LTD has been a leading Chinese manufacturer specialized
in Thermal imager, Infrared Thermometer, Digital Multimeter, Clamp-on Meter, Insulation Tester, Electrical Tester, Light Meter, Sound Level Meter,
Thermo-Anemometer, Gas Detector, Manometer and Various measuring instruments.

More than 32 years of manufacturing experience has given us the confidence to guarantee the quality of all our exports. Our factory in Shenzhen

/’China‘ occupies 3 buildings with area of 24,000.00 square meter. 2 R & D centers are on hand for customers’ requirements, constantly working on

@&roducts to meet the ever changing demand of our customers’ needs.

e than 1200 employees and five production departments ensure to provide prompt and timely delivery to our customers.

All @anagemenl is organized according to ISO9001. As a result, our products are approved by UL, GS, CE and RoHS. In 2009 CEM has
passed me@é—:m&i% quality certificate for medical products. In 2019, CEM SMART AIR QUALITY LABORATORY has passed CNAS audit, it
is a CNAS stanc® "5 ting laboratory, conforming to ISO/IEC 17025 standards.

Let Everbest 32 yeé‘ export experience work for you. Find out more about our range of products and services. For inquiries, contact us now.




RESEARCH
& DEVELOPMENT

CEM engineers constantly work on innovative new products, that combine the
eatures and functions that our customers asking for. Two R&D centers are on hand
% the ever changing demand of customers' needs.
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HEAD QUARTER

32 years of experience in the production and marketing, professional development, design and scientific
management, created high-tech, high-precision instruments.
Constantly working on new products to meet the ever changing demand from our customers.




Timely after-sale
service: according to
the different needs and
feedback of customers,
CEM provide quality
and technical support to
ensure fast and
effecient after-sale
service channel.
Customers' satisfaction
is the most important
thing for our long good
business relations.

All our management is
organized according to
ISO9001. As a result,

our products are approv

ed by UL, GS, CE and RoHS. In
2009 CEM has passed medical
1ISO13485 quality certificate for
medical products.
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MANUFACTURING PROCESS

All our management of production is organized according to 1ISO9001 & 1SO13485.
As a result, our products are approved by UL, GS, CE and RoHS.
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Thermal Imager

*= OR06/0807/0808/0890 Professional Thermal Imagers with Laser range finding function :

* DB-T40 Short Wave High Temperature IMager............cccoeciionienncrinanann : P35 *
*= O871/9875/9885 Series High Performance Thermal Imager P37 »
= 088/9887 Series Advanced Thermal IR s P39 é
* 086 Series Advanced Thermal Imager. P41 o
* 080/982/980Y Series High Performance Themmal IMAZET..........cco i eiicrisemeseemes s eessasemcsasas e ssems s s ssaneessesemsssas P43
* 007A Series High Performance Thermal Imager Pdo
* 979A Series Industial Thermal Inager = Sl mnlen e SR S P L i Sy P47
* §90/892 Series Industrial Thermal Imager. . oo e P49
* 876/875/874/873 Industrial Thermal Imager P51
= 05/06/07 LIS L T T T TNBRCIES, i oy S st o ol S S AN Sy W P53
* 870/871 Series Compact Thermal Imager P55
* T-70/80 Series Handheld Thermal Vision MONOCULAT ..........coocuceneuecssmmiuscnssmssmscasssmnsssssionssssinassasesennsssssessoses FF T
» T-30F/32/32Pro/33/34 Portable thermal camera P59
* T-50F/60F Series Portable thermal camera P6l
* T- 09F/10/15/20/25 Smart Thermal Camera. . PO2
* UIRBO/AI-200 Series Professional Thermal [ Camera P63
* 9715/971H/DB-640 Professional Thermal IMAgIng CAMEIA ..o P63
* CAMBNVI160G84/640/978 Professional Thermal [ ing Camera P64
= T-640 Series Themmal Camera for Mai P6S
= 1990 Industrial A tic Imager. P67
* 98TOH Professional 120 x 90 InfraRed Imager Ther P71
* 9368S/9868H Professional 32 x32 InfraRed Imager Thermometer .. P72
* 8T6H/8TTH Heavy Duty Professional InfraRed Imager Thern P73
* 867/867B Professional InfraRed 32 x 32 pixels Imager Thermometer ..........ccoreriiinicsiermssssisnnnns P74
Professional InfraRed Thermometer

* 98608 Series Professional InfraRed Video Ther

* 8§878/8889 Series Professional 75:1 High Temp InfraRed Ther s e

* 886TH Series Professional 50:1 High Temperature InfraRed Therm: 5

* 8857/8857TH Heavy Duty Professional InfraRed TI with Circular laser Targeting

* 8862 Series Professional InfraRed Thern with Dual Laser Targeting

+ 8875/8876 Heavy Duty Profi 1 InfraRed Th with Circular Laser Targeting ..

» 8870 Series Heavy Duty Professional InfraRed Th with Circular Laser Targeting ..

* 835/836 Series Heavy Duty Profi | InfraRed Th ters with Circular laser Targeting

* 833/833A/833C Heavy Duty Professional InfraRed Th

* 810/820 Series Mini InfraRed Th TR S

* 827/830 Series InfraRed Thermometers.......

= 8818V Series High Temperature InfraRed Thern 5

+ 8830 Series/8856 Professional InfraRed Ther s with Type K Input

* 880V Series/8866 Compact InfraRed Thermometer with Dual Laser Targeting...

*= 8662/8663 Dew Point Temperature Detector with Dual Laser T: i

* 8666/8666H Thermal Leak Detector with Audible AIAMM ..ot ceceinsssssssmnsesssses

* IR-485 Four-probe high-precision InfraRed therm.

* 8865 InfraRed Temperature Finder with Audible Alarm....

» BORU/RG6OU/BGIIR IR Thermometer with UV Leak Detector

InfraRed Thermometer

* IR-6G5/66/77/88 Series Pocket IR Thermometers .....
* [R-2G/15/AC-8T 2 in 1 InfraRed Then .
™ = [R-98/99 InfraRed Ther s with Tl
* [R-91 Panel InfraRed Ther t
! + [R-82 InfraRed Temperature Probe .......
- - (12 | = IR-68 Flexible InfraRed Thermometer..
. ] ﬁ * 8810 Series InfraRed Ther %
— InfraRed Calibrator
q o = BXL-500P Precision InfraRed Calibrator Po7
» | * BX-150 Dry-Well Temperatiure CRUBTAIOR ... ..o omiessnitina anssssss sinsa us s asoses s samnsains ...P97
e * BX-350/350Y/500/BXC-15  Portable IR Calibrators PO8
. + BX-25/35 TemPeTaIIre CRIDTAIOT: ... ..o seeiesssermsssranashans i stmads seesmadsdams aemanases as e cens s ..P98
@ ] Food Safety InfraRed Thermometer
h) c * IR-95/97 Food Safety InfraRed Thern P101
* IR-98H Food Safety INfrARed ThEMMOMIBIET ..., oo esiincanicams sasnnmsisiamsnes snasensscsssasmsestsssssesessensesis B102
= 160/161 ‘Waterproof Folding Food Th P102
* 162/162W/163W Professional Wireless BBQ Themmometers .........ooveeeeencirieeesienisinsneeessinissnsscesnsnennes P103
* [R-92/93 Food Safety InfraRed Then
+ [R-96 Food Safety InfraRed Thermometer...
= 880B Food Thermometer .........coccvns
* 2T0KT Food Safety type-K Th
* IR-100 2 in 1 Food Safety InfraRed Thermometer
* 70 Deep-frying Oil Tester
* 167/130 Series Pentype T hermometers.. £ a0 o e e e e

Non-contact Clinical Forehead IR Thermometer

= §806U/8816H Forehead InfraRed Thermometers............

* 8806H Non-Contaet Clinical Forehead InfraRed T1
* BR06B/8R0GS Non-Contact Clinical Forehead InfraRed Th
* 8806 Non-Contaet Clinical Forehead InfraRed Th
* BBOSS/8808H Non-Contact Clinical Forehead InfraRed Th
* 8807S/8807B Non-Contact Clinical Forehead InfraRed Th
* Leyul/2/3/808/808S Forehead InfraRed Ther ters.

* B86 Series Ear Th

* 807 Ear THEMMOMELrS ... oo i saees
* 608 Mini Non-Contact Forehead InfraRed Thern
* 808H Non-Contaet Clinical Forehead InfraRed Tl
* §80TH/E880THB Non-Contact Clinical Forehead InfraRed Th
= MT-1/MT-2 Non-Contact Clinical Forehead InfraRed Tl
* 8836/8836H Non-Contact Clinical Forehead InfraRed Th
* BROOH/BR00B/880IN Non-Contact InfraRed Ther for animal!
= 806 Series Body InfraRed T1

* BR17 Non-Contact Clinical Forehead InfraRed Th
= 137/137S/137TH Electron Clinical Ther

* 106/1068 Electron Clinical Ther

Blood Pressure Monitors

* BP-108/108H Electronic Blood Pressure Monitor ...

* BP-80/102/106 Series Electronic Blood Pressure Moni

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




Video Borescope

* BS-860 High Definition Personal Video Borescope

Healthcare Screening Solution *
* AL-2031 A ic InfraRed thermal imaging temperature measurement warning system............. P130 »
* AI-2020A/2021 A Series A ic InfraRed thermal imaging temperature measurement Warning system .............. P131 é
* AL-321/322/323/326/328 Al Face Recognition Temperature Measuring ]ntegrated Machi o
* 08O5Y/9896Y/989TY AT Intelligent Thermal I ing with Temp e S Qg

* 874Y/979Y Al Intelligent Thermal I ing with Temperature i

* 870Y/8T0YS/980Y Surface temperature rapid screening thermal Imager

*970Y/9T1Y/972Y Intelligent epidemic prevention InfraRed thermal IMAZET ..o

* AI-200DK/202DK InfraRed th | imager.

* AI-2020/2020M/2020H Intelligent anti-epidemic InfraRed temperature measurement security door....

* AI-200/201/202 Intelligent epidemic prevention infrared thermal imager

* AM-322 Non-contact infrared thermometer..........oooovovvicviacnnns

* DR-100 Smart doorbell with temp funeti

* 0X-97 Pulse Oximeter

* BG-60 Blood Glucose MODITOTS ........cvuiuniviniirnssssrisss s ves e seasersevesessins

* HX-660 H hold Ventilator.....

+ FZ-80/100/960/3840 3 L s ] o T s

* TQ-16 Nucleic acid extractor.

* COV-2200 Series COVID-19 Antigen Rapid Test...

* PCR instrument 96 well tip comb magnetic sleeve

Cold chain temperature and humidity data recording soluti 29~150
Professional Digital Mu!tlmelers ~with color TFT LCD dlsp]ay / Oscilloscopes

* ORR9 1 True RMS Ind 1 with InfraRed Thenmal Imager..

* 398/889FC Series True RMS MiNi Multimeter with InfraRed Thenmal Imager

* 9089 Professional True RMS Industrial Multimeter / Oscill

* 9987 Professional True RMS Digital MUIIIEIET. ......ocoiviii i es s emenann

* O80/988H Series Heavy Duty True RMS Digital Multimet,

* 9990 Professional True RMS Industrial Multimeter / Oscilloscopes

* 0998 Professional True RMS Industrial Multimeter / Oscilloscope with Android System

Professional Digital Multimeters

* 9979 Professional True RMS Industrial Digital Multimeter.........c.oocovveeovisicvesiiacssscvseenieensnenes P160
* 0070/9978 Series Professional True RMS Industrial Digital Multimeter P161
* 085/987A/98TBT/98TH Heavy Duty True RMS Industrial MultMeTer..........cocoviciiiceieiennsivisssvivesssiesnssnsensssresnsses P1OG
* 065/965T/965BT Heavy Duty Industrial Digital Multi: P167
* 050/951/952 Series Compact Digital Multimeter .

* 0864H/9865H Heavy Duty True RMS Industrial Multimeters with VFD Measurement

* 0560/9663H Series Heavy Duty True RMS Industrial Multimeters with VFD Measuremen

* 9919 Series Professional True RMS Industrial Digital Multimeters

* 00]15H/9926/9938 Professional True RMS Industrial Digital Multimeters

* 0968/0968BT Pfofesswnal True RMS Induslnal Digital Multimeter with OLED display ..

* 0969 Series P tonal Digital M

* 9960H Series Heavy Duty True RMS Digital Multimeter ..

* 9515/9519BT Series Professional Digital Multimeter

* 0005/2005B Series Digital Multimeters .......

* 8908/8908C/8909 Series Professional 6000 Counts True RMS Digital Multimeters .........ccoovereimsnriessiniesssscnesnnns

* 9932FC DMM with PC Interface

* 0626 Scries Professional True RMS Digital Multimeters with InfraRed Thermometer ...

Compact Digital Multimeters

* 026/927/928BT Series Compact True RMS Multimeter with Batter} test..

* 0]12/914/916 Series Compact Digital Multimeters .. :

* 020H/931H Sernies Compact Digital Multimeters

* 960 Series True RMS Compact Digital MUltMETers ... oo oot cicamsmia s sasaeehad sanaasnasada dann

* BOG Series True RMS Compact Multi

* 216 Series CATIV 600V Pocket Multimeter with NCV Testers..

* 116/118/119 Series 3 in | e-testers

* 046/946F Smart Digital Multi with Aut tic Sel

* 970/971/972/973 Professional True RMS Industrial Digital Multimeters ........oooo oo cn s P191
* 180/180A/181A Series Pocket Digital Multimeters

* 660 Series Compact Digital Multimeters

* 0]3/915T Series Compact Digital Multimet

* 211/215 Series Compact Digital Multimeters ...

* 923B/928 Compact Digital Multimeters

* 30/10/101/111 Series Pocket Digital Multimeters

* R-100 Resistance Decade Boxes ... ik

* 155 Intelligent Semiconductor Analyzer....... P201
* 3216/3260 Series Pen-type Digital Multimeters PP e e e e el 1)
* 203B Battery Tester P202
* SMD-100 Smart Electronic Comp TEsTer P202
* 036 Digital Multimeter with Automatic SEIECtON ........cooooruisicrecie et crsaems e sesssamsseesssaensneees P203
* 040 Series Compact Digital Multi s P203
* 991/200 Series Digital Multimeters .. 25 £ 8 A e U R e S e R e e ] S D]
* 21/51/61 Series Dlglta! Multimeter wllll Enwronmenl Me t P206
* 61H 6 in 1 Digital Multumeter with Environment M with IR Thermometer ............. P208
Voltage/Current (.allbrators

* 925 Itage/Current Calit s P203
Professional LCR Meter 151~210
* 0030/9935 Series LCR Meters P204

Professional Digital AC, AC / DC Clamp Meters

* 0581 Professional True RMS Clamp Meters with 80x80 InfraRed Thermal Imager

* 948] Professional True RMS Clamp Meter

* 0380 Series Professional 1000A AC, AC/DC True RMS Clamp Meters

* 0280 Series Professional 600A AC, AC/DC True RMS Clamp Meters........covueesonresisrssssaessnrmssnns
* 0180 Series Professional 400A AC, AC/DC True RMS Clamp Meters

* 390/390B/391 AC True RMS Fork Clamp Meter With white LED Blacklight ...

* 395 Series Professional 600A AC, AC/DC True RMS Clamp Meters with IR

* 3380 Series AC,AC/DC Clamp Meters with dual Type K input

* 3370 Series b BB T T L e S
* 3300 Series 1000A AC, AC/DC Clamp Meters

* 3369T-BT 1000A AC/DC True RMS Clamp Meter with Bl h Interface

* 3345/3360 Series 1000A AC, AC/DC True RMS Clamp Meters

* 320 Series 3000A True RMS AC Flex Clamp Meters

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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* 388/389 Flexible AC Current Clamp meter with Datalogger

* 3308 Series 20004 AC, AC/DC Clamp Meters

* 3170/3171 Milliamp Process Clamp Meter

* 3351/3352 1500A AC/DC True RMS Clamp MEIETS ......oocivieciriieiceiennisvesisrssemesasens

* O180A Series Compact 400A AC, AC/DC True RMS Clamp Meters with Inrush current ..

* 333H Series Compact 400A AC, AC/DC True RMS Clamp Meters ..

* 350H Series 400A Clamp Meters P251
* 355 Series Professional 1000A Clamp Meter & P252
* 360 Series Campac A0 A R MRS e P253
*= 370/370T Heavy Duty 200A AC Open-Jaw Clamp Meer.........iiiiiimiisions s iasnissssedsnnnic P254
* 380 Series Compact AC, AC/DC autoranging Clamp Meters .........oocevreeieiencieinenas P254
* FC-21/32/36 Series Mini Clamp Meters P255
* 371 Series Compact AC, AC/DC Autoranging Clamp Meters .............ccco..... P256
* 337/338/339 Mini AC/DC Clamp Meter e A
* 330H Series Clamp Meters

* 3340 Series 1000A AC, AC/DC Clamp Meters - : P25
* 3310 Series AC, AC/DC Clamp Meters P260
* 3355 Earth Gronnd Clamp M e e = e P244
* 0399 Earth Ground Clamp Meter P245
* AC-008/0085/009/010 T T R o e e o e S S R s o B .P262
AC/DC Watt Clamp Meter

* 9583/9585 2000A Power Quality Clamp Meter.......co i ieivarerienmmeeressereees P237
*9383W AC/DC True RMS H&W analysis Clamp Meter.........cvvriiimmnmminssieessesseses P239
* 3349W/3349W-BT 1000A AC/DC Power Quality True RMS Clamp Meter ..o P242
* 3353 True RMS 1000A AC Watt Clamp Meter - P243
* 3348 1000A AC/DC Watt Clamp Meter P243
* 3399 True RMS 2000 A AC/DC Watt Clamp Meter:. ... il P244
AC Leakage Current Tester

* 398/398H AC Leakage Current Tester.. P223
* 9810H AC Leakage Current Tester.. . -

* 9812 1000A AC Leakage Current Tester P236
* 9809 AC Leakage Curent Tester.... & P258
Clamp-on Adaptors

* CP-03A/09/10 Series Clamp-on AdAPLors........ovucueusrssmsinisssmasnnes s e e P261
+ CP-12/CP-1000 Clamp-on Adapt P262 211-262

Insulation Tester/ Earth Ground Teslerf LOOP!PS(‘ Tester / RCD Tester and Low OHM Tester

* 6650 Series Multi Tester

* 6613 Insulation with Low Ohm Tester

* 6611/6612 Loop/PSC Tester/RCD Tester .. S S e o e e e e S e

* D085 Series Iusnlahon Tester with True RMS Multi

* 6509 Jinl Prol‘essloual Insulation Tester with Therma! Imager ..

* 6508B {—‘ fie 1 Insulation Tester

* 6505/6505F Insulation Tester & High Resolution Micro-ohm Meter with Multimet

* 6505B/6505H Insulation Tester with True RMS Multimeter......c.ocoovecrivnecencsncncncnns

* 6501CLT Cable Length Tester

* 6502H D Eow-resistance Tester:- o s s s inle s cn s e

* 6503 Insulation and RCD Tester AR

* 6506 Multifunction Electrical Installations Meter ........ooooioviivminsmmms s nes e e

* 6507 Multifunction Electrical Installations Meter

* 6508H Multifunction Electrical Installations Meter with Insulation Tester.

* 6615H ngh Voltage Insulation Resistance Tester

* 5505/5500/5503 Series lation Testers

* 5300 /53008 Series Earth Ground Testers..

* 5301/5554 LOOP/PSC Tester/RC D Tester dact

* 5302 DMM with Kelvin(4-wire) small resistance measureiment .. .......ooimeemiorieimeneisensoninnnanes

* 6605 High Voltage Insulation Tester

Phase Rotation Indicator / Socket Polarity and Earth Leakage Tester

* 901H Phase Rotation indicator..........

* 902H Motor and Phase Rulanou

= 901 Phase Rotation indicator...

= 902 Motor and Phase Rotation

* 903/903E Socket Polarity and Earth Leal\.age Tester P297
* 904 Digital RCD Tester .. o e e S s e e OO
* 905A/906A Socket Polanity Tester ...... P298

Electrical Testers / Non-contact AC voltage Detector / Cable Locator /
ACV&ACA Datalogger / Battery Analyzer

* 9050/9052/9051 Insulation Tester/Earth and C ontinuity Tester ..

* 0053/9054 Circuit Analyzer/RCD Tester/Earth Tester

* 9055/9056 Digital Earth Loop Tester .

* 9057 AFCI, GFCI and AC C‘]rcmt Aualyze:

* USB-10/20 USB DC Voltage/ Current Tester

* 175CV1 Series AC Current and Voltage Datalogger......

*= 195CVS Solar power recorder with Datal .

* 7760 Three-phase Power Quality Analyzer....

* 66308 Three-phase Power Quality Analyzer.

* 7750/7761 Appliance Tester

* BT-3700 T | e e e e

* LA-1012 Cable Locator......

* AC-17/17F Non-Contact voltage tester with laser infrared thermometer...........oovvevvcneceiveceresenen P30S
*= AC-15P/17P AC Voltage and Phase Seq Tester 3
A O O L L S L6 N DO e ki el ot e s e S e e S
* MO-60 Hard Hat Attacl t

* M-20 Wrist Type Non-Contact AC Voltage Alarm

* HV-10N/20 N Non-Contact High-Voltage TESIET ..........cccociuiaucsieuasesiinma sisenssesesssssuamases snasasssassessnsse

* AC-8M/OM/10M Magnet Space Testers

* 379/379H Voltage Tester ....

* 9230 Series Electrical Testers

* 9330 Series Electrical Testers ;- oiin s s s sl s o e

* 9902 Series Electrical Testers .

* 0133 Series Lamp Tester.........

* 9011/9020 Series ] T T . 3 - -
* 9016 Series Electrical Testers

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




2 in 1 Cable Tester & Multimeter / Coating Thickness Tester /Video Borescope and Alcohol Tester

* CT-260L RCD Receptacle Tester... s

* ET-19H GFCI Receptacle Tester P39
* CT-260/260E Digital Circuit Breaker Finder with GFCI Outlet TeSter ........cccoveiineierivismensssressssraeaen P320
* ET-17/18/19L/19E Receptacle Tester

* CT-230/240 Circnit Breaker Finder ...

*= 0058 Loop Tester.

= 9350 Multi-Funetion Signal Generator ..

* LA-2028 3 in | Stud/ Metal Finder with Trlze RMS Mullnncler

* LA-1011 2in 1 LAN Tester & Multi

* LA-1014 2in 1 LAN Tester & Multimeter...

* LA-1013 Ampli Probe ......

* LA-1015 Cable Indentifier & DM 2.0 o b e e s P,

* LA-1016 2'in 1 Satellite Finder-& DMM-. o oo oo s s

= LA-1017 Solar Power Meter & DMM ...

= 159 Professional CoRting THICKNIESS TESLET. ... .. ccu i ecisassiesssamasase s s s aa i s s s asmsi simssas

* |50/156/156H/157/15TH Coating Thickness Tester...........

= 1580 Professional Ultrasonic Thickness GAUEE ............i.coceuiconcassems cassaasssasasssenssnss sasssssns nns

= CLT-1000 Cable Length Tester

* 265 Colorimeter

* 1500 Congrete Scanner..

* VD-1000/1100 VDV Wire Tester

* VD-1550 B R 1 USROS - 7
= VD-1500 VDV Wire Tester P350
= VD-20 CCTV Monitor Tester & Cable Tester.. P350
» FB-1310 2 in 1 Non-Contact Optical Fiber & AC Voltage Detector.. P351
* VD-600 Multifunctional Cable/ Network Tester. : pP352
* VD-10 Telephone lines tester ..........ccouevevvenne. . .. { .
* LA-1000 Network Auto-Tester P353
* VD-100 VDV Wire Tester.. LR e s LT RN
* LA-8000 CCTV Monitor 'lesler & Cab!e Testel & D1gll.a| Multi P354
* GPS-200 GPS Land Meter .. P354
* LA-1010/101 Series 3 in 1 St . ... P365
* DM-01 Ultrasonic Di Meter P365
* BS-380 High Definition Video Boreseae . . o PR6T
* BS-450/400 Series High Definition Video B P P369
* BS-285 Video BOTescope.........coevviiaciaans ..P371
* BS-280 Series Video Borescope P372
* BS-101/128/150 Series B L N OO = - |
* BS-220W/060 Video Borescope..... P375
= CT-050 Camera Tester P375
* BS-100W/182W W R BN Ope . e e PATh
* BS-10 OTG & Micro USB Inspection B pe Camera P376
Renewable Energy Tools

= 1317 Solar Irradi Meter P329
= 1337 Solar Photovoltaic Panel Tester P330
= 1500PV Multifunction PV Tester and Performance Analyzer, I-V Curve Tracer ..

* 065PV Series CATIII 1500V Solar PV Multimeter with Wireless Ch P333
*= 9582PV/95S83PV CATIII 1500V Solar PV Clamp Meters with 30x80 InfraRed Thermal Imager .........ccooeees P335
= 1000P Power Partial discharge d P337
Laser Distance Meters

* LDM-100H Series Professional Laser Dist Meter of outd. pplicati P355
* LDM-50R/80G Series Profecsional Laser Distance Meter: ... i et et se e eim i et e P357
* LDM-20/208/25 Mini Laser Di Meter........ P357

* LDM-30/iLDM-50
* LDM-40B Series
* LDM-300 Series
= iLDM-150 Series
* LDM-600 Series
* LDM-180 Series
» LDM-80S Series
= DAG-10/20

Pen-Shaped Laser Distance Meter ...
Professional Laser Distance Meter...

Professional Laser Dist Meter.

Professional Laser Distance Meter with MeterboX. .......c.ooovvcnnniciciinniisnsensesnscnscacennae P361
Telescopic laser ranger P362
Professional Laser Distance Meter...

P ional Laser Dist Meter. P364

Digital Angle Gauge and Level P366

263-376

Temperature & Humidity Datalogger and more/3-Axis Vibration Datalogger

* 1700H/1702/1702B
1703
191/191A/191B Series
192A/192B Series
193T1 Series

194T Series

170 Series
171V/171A Series
172/172TK/172BLE
173

186/187

185

1748

179

178A/178B Series
3898

188V/188GW

A AR RE R R AR R E AR RN

Laboratory Temperature & Humidity / Sound Level / CO Datalogger ........c.cccoveeecvccn P380
Desktop Indoor Air Quality CO2 Monit P477
Plug-PDF Temperature/ Humidity Datalog@ers. .........cooiviicrivm it ss st emessssscsssaemssens P38l
Temperature and Humidity Dataloggers P3g2
Plug-PDF Temperature/Humidity/Vibration Datal By P383
Plug-PDF Temp Humidity/Vibration Dataloggers........coooveeiiireciessieieeseceenaneens P334
Temperature and Humidity Dataloggers P385
DEVaollage & Cuirent Dataloggers: o im Lol e ittt P386
Temperature and Humidity Dataloggers P386
Sound Level Datalogger . :

Anemometer Dataloggers

Solar USB Datalogger P387
Humidity/Temperature & Pressure Dataloggers.........ccoivmecieessiercsaasmnesssesinssmscessenensioes P88
Carbon Monoxide Datalogger.... P388
Az Vibration DatRloRRErs - - . P339
Vibration Meter ...... ...P389
Vibration & Temperature Sensor With GATEWAY ........ocvoviemeieieieisieenssseemcssensnenemssseessescesnane P390

Multifunction Environment Meters

* 72+ Series

* 72 Series

* 90/91/92/93/95/98

* EMF-90/91

* 03U/93HW/96/97U
* HC-01

* B2/B3/85A/85C/86

* 73 Series

* 852A Series

Environment Meter Probes with Bluelomh S LT DIsalaY . P391
Environment Meter Probes with Bl P395
Mini Environment Meters with Bluetooth
Multifunction EMF Meter.
Mini Environment Meters wﬂh Daralugger & CSV P400
SIEATt L O N OO P401
Mini Environment Meters... P401
Mini Environment Meters... P403
Thermocouple Th P406

www.cem-instruments.com
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i

* 855 Series

¥ 853

)|

* 850 Series

* 850

* B57/85TA

* 858

* §50A/859R
* 269/279

Sound Level Meter.........
Pinless Moisture Meter.

Dew Point/Wet Bulb/Psychromete
Light Meter with PC Interface
CFM/CMM Thermo-Anemometer

Temperature & Humidity Meter / Moisture Meters

* 8321

* 8320

* §891 Series

8892

8896

610B Series

36108 Series
96108 Series

1370
1616/1616B/1616H
321/3218/321F
615/616CT/625/635
3321/3322

325 Series

322/323
125H/125G Series
120

229/239

123 Series
129/129B Series

128/128M/128H Series

323H/326A
60

EOE R OE OB OB B R OE R E A B E K E KR R E RS

Sound Level Meters

* BBS53/88538

* BB51/8852

* 8C-05

* B850

* 815/805 Series
* 3851/3852

Professional Multifunction Environment Meters P410
Professional RTD Ther

Professional Multifunction Envi t Meters P411
Hand-Held Multifunction Environment Meter with InfraRed Thermal Imager ................ P413
Professional Hand-Held T { Humidity & Dewpoint Meter..........ccoooiieicianenns P415
P ional RTD Thern 1 P416
Th ple Th 1 P421
Hygro-Thermometer PSYCIOMISIEE . ........o.ioiiieies e iessesiesaes s esscaesessses s eeas s enesssmsessen P423
Psychrometer with InfraRed Ther 1 P423
Thermocouple Thermometers

K-type/J-type Then pl

Thermocouple Therm

Thermometers....

RTD Ther

Humidify: & Tempeeatire Maners (i o L s s e S R B R s

Humidity & Temperature Meters
Dew point/Wet Bulb /Psychrometers ....
Big Digit Hygro-Ther
Interior Temperature
Moisture Meters

Pocket Moist eter

Multifunction Moisture Meter with Psychrometer + IR Thermometer ...........c.cooomaiienns P433
Moisture Meters P435
Moi Meters P436
MOBSIUIE DATALOZEET ..o eeeeeenesieemesisas e seseme s i st en s es st m e et P436
Pinless Moisture Meters P437
Pinless Moigire Meter. .. e P438
Probe th 1 P481
Thermometer and Hygrometer P482
T G LT s e e P483
Sound Level Meters P439
o N — P441
Sound Level Calibrator P443

Sound Level Meter ...
Sound Level Meters..
Sound Level Meters

Thermo-Anemometers / Differential Pressure M ters / Tach ters

* BRO3/8894 CMM/CFM Thermo-A o

* 618 Series CMM/CFM Thermo-Anemometers...

* 3803 CMM/CFM Thermo-A i

* 317 Series Flexible Thermo-Anemometers i

* 8517 Professional Smart Hot Wire Anemometer Meter with Thermocouple Thermometer P419
* 3880/8880 Series Hot Wire ANSIMOMEErs ....o.ooovevvercrernens

* 1880 Hot Wire Anemometer with Datalogger ...

* 3890 Series Differential/Absolute Pressure M. 3

* 8890 Series Diffe ial Pressure M.

* 8923 Series P 1onal Pressure Gaunge.

* 8RO7/8897TH Differential Pressure M. & Flow Meter .. P452
* 15 Compact Digital Pressure Temperature Chart ... P451
* 8920 Series Pressure and Flow Meters P453
* 8921/8922 HVAC Superheat and Subcooling ANAIYZET ..o cn s P454
* AT-10/AT-8/AT-6 Series Tach P455
* 6234B Series Tachometers

* AT-B6F Series

Light Meters

* 8516

* 3808

* 3809

* UV-1302
BEOB/BRO9A
1300/1301
1308/1309
1307

"
*
"
*

Radiation Scanner
* 0501/9502

* RM-190

High A

Professional Smart Light Meter
Light Meter with PC Interface ...
LED Light Meter
UV Light Meter

Professional Light Meters
Light Meters
Light Meters
Solar Power Meter.

Radiati P461
L T e e e o e 0 T o e 0 T P462

Gas Leak Detector & Carbon Monoxide Meters

* 9795

* 8513H

* 8515N

* 900A/968C

* CO-110

* GD-3300/3303
* GD-3805/3806
* CO-180/CO-181
* GD-3000

* GD-3100/3301
* GD-3307/3309
* GD-3306/3308
* CH-9980/9980B
* GD-100/110

* GD-201/202/203
* GD-381/382

Professional Hand-Held Gas Detector with InfraRed Thermal Imager
Professional HCHO Meter

P ional NH, Meter

N I T e e e o
Carbon Monoxide Meter
Combustible Gas Leak Detectors/ Refrigerant Leak Detector..........ooooeiviiiiuissicienssiiannans
4 in 1 Multifunction GAS Meter
Carbon Monoxide Meters
Combustible Gas Leak Detetors .. ..o s e
Combustible Gas Leak Detector/ Carbon M ide Meter
Refigerant ! SEG Lebk Detector . e e e
Combustible Gas Leak Detector
Laser meth 1 X
Combustible gas detector.

CO & Smoke Detector
A ia/Ozone T jttersiiiiliis

www.cem-instruments.com
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* GD-3803
* GD-600
* RN-130
* 3802

* 99/99B
*2G
*3G

Particle Counter / Environment Meters / Green House Series

176

22/2232

8820

326/802B Series
182D Series
152D/901A

802 Series
328C/GD-120
D02

DO3S

9890/9891

9880 Series
9851M/9850M Series
967
PM-280/CM-280
968/969
9680/9681 Series
96 Series
PM-122/125/127 Series
25
T-12/T-12B/T-128

E oA EE K E R R B R OE AR EEEEE R R

4 1 MultifOncHOn GAS MEIET ......c.ccuieieerueuesrsemsserasss ceaensssresssscesussescassssessssssenssssesssssasssses
Stationary Fl ble GAS Alarm.
Radon Gas Detector...

02 Tester
L B L e o) et e oty o e e S S o e o e 0
Microwave Leakage Detector
Magnetic Field Meter ...

Waterproof pH/Conductivity Meter

Multifunction Envi Meters.

4 in 1 Multifunction Envi Meter

A A Iy O MO
Air Quality CO2 Monit

Ar QUALTY CO2 MOIITOT .o ceeses s emsssenass esasse st as et eheses s s emsesesans et et asas s asen

Desktop Indoor Air Quality CO2 M
Air Quality CO2 Monitor ...

Intelligent indoor air quality monitoring system .
Thermal index itor ..
PHRTe e EOIOIERE i s e SR S s L
Particle Counters
Paricle Connbers. i irihaiinnn et i e e e s e e
Desktop Indoor Air Quality CO2Z M
PM2.5 Air Quality CO2 Monitor ..........
34, B 8 11T T 0 B o e e
Particle Mass C ion Detector ...
M Pt e oIS
PM2.5 Air Quality Detector
Home Energy Check

ey

Alcohol Tester
* B000/8100 Professional Alcohol Tester P501
* 800A/800B Alcohol Tester
* AL-01 Portable Civilian Breath Alcohol Detector .. 502
* RocarMini Mini Breath Alcohol Detector P502 377-502
Energy Storage Solutions
* EV-230 Series AC Electric Vehicle Charging Unit...
* EV-270 Series AC Charging Pile for New Energy Electric Vehicles ...
* EV-280A/280B AC Charging Pile for New Energy Electric Vehicles
* EV-210 Series AC EV CRATZET ..ot
* EV-100 EV Discharger
* PW-680 600W Portable Power Station with 614Wh High Capacity Battery
* PW-1200/2200 Portable Power Station with High Capacity Battery..
* PW-300/500/520 Portable Power Station
* MPW-600 Series MiCroinverter.........couuisnianes
* HPW-6000/15K Solar Storage & Grid- 1 Hybrid I
* HPW-5000 Skw Single Phase All-In-One Hybrid Inverter
* BT-50H Series Low Voltage Battery System.. 503-526
Automotive Digital Multimeters and Testers
* AT-9996 Professional Automotive Oscilloscope DMM
* EVSE-200 EVSE Adapter
* BT-120/130 Automotive Battery Tester
* EV-220 EV charging Pointer
* AT-5 Engine Tach
* TP-5 Series Tire Pressure Gauge
* 156H Coating Thick Tester
* AT-9666 Auto-ranging Automotive Digital Multimeters
* 0008/3116/9008C Special Meter & Clamp Type Meter for Oil Field
* AT-9906DIS/9965 Auto-ranging Automotive Digital Multi
* AT-9955 Automotive Digital Multimeter with IR Probe
* AT-9950DIS Series A ive Multi
* AT-205P/9945/9945T Automotive Multimeters
* 060CP A ing True RMS Multi with EVSE-Current & CP/Hz Measurements............. P340
* AT-9135 Automotive Circuit Multi-Function Tester P541
* CF-09 Automotive Current Short Tester P541
* 9010 Auntomotive Circuit Voltage Tester......... P341
* AT-9995/9995E Professional Automotive DMM with USB P542
* CF-01/02/06/08 Series A ive Current Testers P543
* RI-05/100 Automotive Relay Tester P544
* BT-12 Battery Analyzer P544
* AT-05A/05B A ive Tacl P544
* RT-01 Refi for Anti-fi & Battery Fluid testing P544
* Meterbox Connect P545 527-546
Sensor Module
. co InfraRed Carbon Dioxide Sensor Module ... sessmssssssnssssessmsseses P547
* PM5050/3510 Particle sensor P548
* AQM-08 A A A R O s P548
* V8-20 fibration sensor. P548
* MPS 100 Series MEMS Pressure Sensor Modul P549
* PM-10 Series PM2.5 Dust Sensor
* PM-10 Auto A bile CO, Sensor.
* MTP10-AGFS Series MEMS Infrared TemMPEratire SEISOT ....oov.vvovrieeisiessosinesesssemssenasssrasssssstesasceesssasaassssmasssen
* MIT80-15 Infrared temperature tr 1
* MPY20-CO, NDIR CO2 Sensor Module ..
* MPY20-A-SF; MEMS Thermopile Gas SENSOT -.......c.oiuusiiiriis sessssasmssmbsssamasesans .P3
* IR-MB8/IRM-32 Non-contact Infrared Remote Temp e M t Modul P554
* LDM-PEEKS0 Industrial-Grade LASer RABZIE SES0T ..o ooeros oo oo P54 BAGo
Accessories

555-562

www.cem-instruments.com
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DT-9898/988/979A/876/T-50F series
Professional Thermal Imagers

Model 9897 P31

Model 988 P39

640x480 High Performance Thermal Imager with 3.5" high resolution
TFET color LCD display

Built-in laser distance function

Capacitive touch screen is easier, productive and effective to operate it

Ps3

DT-05 series

Industrial Thermal Imagers

3 0’ 7" LCD display

High 1.0 e range, more application situation
Smart i.il_‘.\olhlt‘ and lightweight to carry
Durable. \v:th.~,1.0~ to a 2m drop

Bluetooth mterfa™

T-30F series

Portable Thermal Camera

2.87 320x240 TFT screen
Wide Field of View

Durable, withstand up to a 2Zm drop
256x192 Thermal Sensor
USB Type-C interface

Model T50F P61

Mode1 9794 P47  Moders76 P51
Powerful Auto Fusion mode (AUF)
USB-mini, data transform between camera and PC

WiFi real time share, free Cloud storage and analyse

Portable thermal camera with AUF mode and WiFi connectivity (T-50F)

T-09F

Smart Thermal Camera

Thermal image snap and record
Show temperature data at real time.
Point/Line/Area real-time analysis
History thermal image analysis
Export PDF report

www.cem-instruments.com
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New Products from CEM <>

(S
T-80 Q'P
T-640/800/1024/1280 isi ¥,
Thermal Camera for Maintenance Pes ﬂi’ﬁi’lﬁ'ﬂ: nemal VTG <

Ce

EMC
EN: 61326-1
EN: 61010-1

The optics can be rotated 120° clockwise or counterclockwise for easier IR resolution 640x480 T-73/74 Handheld Thermal Vision Monucular provide
aiming and viewing. Auto fusion mode (AUF) clear images with high IR resolution, easy access to
Touchscreen tools are as intuitive as those used in smartphones Laser distance meter function new features such as video & image recording. WIFIL
Simple buttons to access interface even with gloves WiFi connectivity connectivity offer video & image real time share to
GPS and buili-in compass for directions and geographic location smartphone/tablet .

Easily store voice, text and sketch annotations to infrared images

DT-9870H Peo DT-869IR Poe BXL-500P/ BXC-15 P97

Professional 120 x90 InfraRed Imager Thermometer InfraRed 32 x 32 pixels Imager Thermometer Portable IR Calibrator

Model BXC-15

Model BXL-500P

Accurate, reliable performance from 35 °C to 500 °C,

| Lhermal Temperature Range -20°C ~ 400°C 32 x 32 pixel InfraRed sensor. Ethemet network interface (BXL-500P)
3 mnuo’. video camera Image capture frequency 7Hz. Accurate, reliable performance from -15 °C to 120 °C
Smgle poin@‘h‘d temperature Range -30°C ~ 1200°C Thermal sensitive(NETD) <34TmK. (BXC-15)

| Cold hot spot automatic capture.

=o www.cem-instruments.com \ 8 -
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Professional Electrical Measuring Tools plus
Thermal Imagers application

Model 9889 P153 Model 9581 P213 Model 89sFC P155

DT-9581 Professional AC/DC True RMS Clamp Meters with 80x80 InfraRed Thermal Imager
DT-9889 Professional True RMS Industrial Multimeter with InfraRed Thermal Imager
DT-898FC True RMS Compact Multimeter with InfraRed Thermal Imager

DT-6509 3 in | Professional Insulation Tester with Thermal Imager & Micro-ohm meter

DT-927H Pis3 DT-9864H Pi6o J DT-9990 P2oo

Compact True RMS Multimeter Heavy Duty True RMS Industrial Multimeters Professional True RMS Industrial Multimeter /
with VFD Measurement Oscilloscope with TFT color LCD display

<4
/y \ 8 -
6l ois display with LCD backlight 45Hz-1kHZ Bandwidth, 61 Analogue Bar Graph 50,000 counts 320 x 240 TET color LCD display
T'rue l‘o . : Low pass filter (VFD) function 20MHz bandwidth and 50ms/s realtime sample rate
Non-Coni & ACV Live detection 7 ] 2
Square wave s True RMS Measurement Over 10,000 data logging function with trend capture
Backlight with & Input terminal LED indication 0.025% DCV aceuracy with fully PC calibration

- 9 / ao www.cem-instruments.com
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New Products from CEM

.
Professional AC, AC/DC True RMS Clamp Meters + NCV )‘6
with Bluetooth <

40

Bluetooth

EMC
EN: 61326-1
EN: 61010-1

Meterbox Pro

Model 9383W

P239
Model 9583 P237  Moder03s2 P215 Model 308 P223

1000AAC, AC/DC True RMS .

Clamp Meters series
9583 9382 Series: 398 9383W:
2.4" TET color 6000 counts LCD display 1 8"TFT color LCD display counts Accurate AC digital clamp meter for leakage 1.8"TFT color LCD display counts
with 240x320 pixels AC True RMS current measurement Analyze and record harmonics in
True RMS measurement for ACV /ACA/ 19043 Inrush current Pmax/Pmin, Data Hold function Temp digital or graphical form

LoZ for ACV measurement
Harmonic failure analysis & Three-phase
energy measurement

100ms Inrush current & Peak function
LoZ and VFD function
Power and Energy Analyzer

Low input impedance prevents false  Measurement LPF function
readings due to “ghost voltage” (LoZ) 6000 Counts LCD display (Negativity display)

DT-9399 P245 || DT-3171 P23s DT-395/9282

Earth Ground Clamp Meter Milliamp Process Clamp Meter Professional 600A AC, AC/DC True RMS Clamp
Meters Built-in InfraRed Thermometers

Mode1 395 P221  Model 9282 P217

Pl -

v lo use, hjéhiv accurate and an ndustry standard High accuracy 0.5%, 0.01 mA resolution and sensitivity :
e ne components of equipment in hard-to-reach “ di : \ 600A True RMS Clamp Meter with IR temperature
ﬁp i o [t et et megsmabioconduG iy Backlight for LCD, knob Switch & Flashlight (395)

e Measuring 4 to 20 mA signals without “breaking the
AC LeaR 1t Measurement loon”. M : ianals for PLC and h
Saves up t imeasirements in memory OOPE NeasUNng A SIENALS A0 ANC.ConToloys:
Earth ground measurement tem analog 1/O, True RMS measurement for ACV.

600A AC/DC True RMS Clamp Meter with 6000
counts OLED display (9282)

o www.cem-instruments.com \ 10 -
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CEM

Q
<
DT-6507 "‘é)
<p

Multifunction Electrical Installations Meters

DT-6502H 2 in | DC Low-resistance Tester and Cable Length Tester, 60000 count LCD with backlight display, Bluetooth interface
DT-6503 Insulation and RCD Tester, Test rated non-working current, x0.5, x1, x2, x5 Range test RCD trip time, Residual current test, Insulation test, Bluetooth interface
DT-6507 Multifunction Electrical Installations Meter, Voltage, Phase sequence, Frequency, Duty cycle and harmonic measurement, Loop impedance measurement of RCD not trip-

ping above 30mA
DT-6509 3 in | Insulation Tester & High Resolution Micro-ohm Meter with True RMS InfraRed Thermal Image Multimeter

DT-6508H

Multifunction Electrical Installations
Meter with Insulation Tester

DT-379H AC-17 P3os

Non-Contact voltage tester with
laser infrared thermometer

Voltage Tester

eer

_ e—

i
g
o

— o

N3

e

o - =
* Insulation, phase sequence, frequency, duty

Model 9019H P317
Electrical Testers

’ = ; DT-9019H AFCI TEST 1s an electrical outlet tester ‘Wide measuring temperature range and high accuracy
i\m o!r_]?m“: E:ﬁi’:ﬁ‘z:; RCD not trippin that tests for wiring faults in electrical outlets. and Wide range of AC voltage detection

ab.;r.:l :Uuo 5 i also tests AFCI and GFCI Devices. Highlight the led to display the measurement results
AC, type a RCI 6V to 1000V AC/DC True RMS Voltage test with High safety of non-contact measurement

Bluetooth LCD/LED Indication (379H) System self-test, Auto power off, Low battery indication

- 11 / v’o www.cem-instruments.com
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DT-7760/7761
Three-phase Power Quality Analyzer with InfraRed Thermal Imager

q3

EMC
EN: 61326-1

EN: 61010-1 \-....—}_P ﬂ
I T
|

Cms® s

0 TR ) R Tl T

W ™ P

7760 Three-phase Power Quality and Energy 80%80 InfraRed resolution Automatic Transient Mode 66308 Three-phase Power Quality Analyzer
Analyzer with InfraRed Thermal Imager offers Bluetooth (BLE) ﬂiinstanl share function  Fully Class-A compliant 16GB Memory,USB DISK download
. . . . Power inverter efficiency 400Hz measurement . .
the best in power quality analysis and the ability PowerWave data capture Troubleshoot WIY'P?laW-daw logger:power analyzer
to monetarily quantify energy losses. Waveform capture Automatic Trending Sampling rate 8k samples per second
Harmonic 51th in the mean time
Smart Digital Multimeter with 2 =
RCD Receptacle Tester B e Digital Multimeter

Model 89080 P197  Model 1804 P193

6000 counts True RMS LCD display (Negativity 8908D Series: 180A Series:

r'ltcs on 90-240V AC circuits (CT-260L)
Jitter may be connected to other electrical display) 6000 counts display with 6000 count pocket
o' optional accessories which are sold 50Hz~1KHz Bandwidth (Hz) LCD backlight True RMS Digital
Live Test (red/vellow/green light indication) Flashlight and Auto backlight ~ Multimeter

v’@ www.cem-instruments.com \ 12 -
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DT-1990
Industrial Acoustic Imager

|

Handheld industrial acoustic imagers are equipped with a series of microphones to expand the inspection area, enabling maintenance teams to quickly and accurately
locate air, gas and vacuum leaks in compressed air systems. even in noisy environments. On the 7-inch LCD touchscreen, acoustic imaging overlaps with visible light
images to help quickly locate leaks. The simple and intuitive interface allows technicians to identify leaking frequencies to filter out loud background noise. It only
takes hours for the technical team to inspect the entire piece of equipment during peak operations. You can quickly and easily identify the air leak repair work that
needs to be carried out to ensure efficient operation and reduce energy costs. Images can be saved and exported for reporting purposes and air leaks should never be left

unattended.

HV-10N/20N P10
Non-Contact High-Voltage Tester

P321

DT-9058

Loop Tester

DT-901H/902H

Phase Rotation Indicator

P29s

240V/4.2kV/15kVI25kV/35kV/69kVI115kV/

o‘k\' (Max 230kV)

Wide ra Voltage detection
System 5

Highlight LED 1 LQ the test result

i1

Segments 1-2 are displayed in red, mdicating that the
socket line condition test result is an aging waming
Seg 3~5 are displayed in yellow, mmdicating that the
test result of the socket line condition is recommended
mspection

6~8 are displayed in green, indicating that
the test result of the line condition of the socket is as
recommended

Model 901H

3 Phase rotation indication, No battery required (901H)
Motor and 3 Phase Rotation Indicator (902H)

T
-/ ©
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VD-1100/1000/1500/1550
VDV Wire Tester

12345678

12345618

o0 ean" N d_mmw ‘_ Model VD-1100
_ M’ P347ilN = = W = P347
= ==

—

VD-1000/1500/1550 Cable tester tests voice (RJ11/12), data
(RJ45) and video (coax F-connector) terminated cables with
clearly defined results.

Test for Open, Short, Miswire or Split-Pair faults

Measure cable length up to 2000 feet (610 m)

LA-2028 P323 FB-1310 P351 VD-600 P352

4 in 1 Stud/Metal/AC Voltage Finder 2in 1 Non-Contact Optical Fiber : :
with Multimeter Function & AC Voltage Detector Multifunctional Cable/ Network Tester

High sensitivity optical fiber signal detection The VD-600 is an industry leading cable tester that

1.A-2028 uses electronic signals to locate the edges of et P e
s . . = non-contac voltage on runs a variety of cable testing procedures such as
sts or live AC thri all or othe : ; i de 7
5 10-15. 5 or ve “tmes oughdryw or other I;);;;c::n(;pncﬂpowermsl\{mdm{ fiber (850 to wiremap. timing tests (delay, skew), impedance
cd ding materials. Multi c.nlor dlsPli:‘Y and Suitable for ports and patch cords, SM, MM, UPC measurement, Ethernet switch port blink, speaker
sounds ar &l tone. DMM function make it easy and APC pop, cable length, PoE volts, loaded battery test and
10/100/1000 indication.

to the capal’w o-mklc any electrical task.

6 0 www.cem-instruments.com \ 14 -
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New Energy Photovol Taic Detection -

CAT Ill 1500V Best Solar Energy photovoltaic Industry Testers

Model 966PY  Model 9561H  Model 9481 Model 33981
P333 P171 P237 P233

DT-9583PV CAT III 1500V Solar PV Clamp Meters with 80x80 InfraRed Thermal Imager
DT-9561H Heavy Duty True RMS Industrial Multimeters with VFD Measurement
DT-9481 Professional AC/DC True RMS Clamp Meters

Model 9585

DT-3398L CATIV 1000V 2000A AC, AC/DC True RMS, Solar PV Clamp Meters

DT-9583 2000A Power Quality Clamp Meters with 80x80 InfraRed Theral §m;er Model 95830y P335 P237

DT-966PV P33z || DT-1317 P32 DT-1337 P329
Solar PV Multimeter Solar Irradiance Meter Solar Photovoltaic Panel Tester

~J& : o
Large 60,000/6000 counts LCD display with analog Sunlight measurement up to 1400w/m? Thlt_! ma:lﬂ;mum gm}emling power can reach 800W
bargraph & backlight M able ult range from -90°to 90° Ad) ement mode and automatic
2000VDC measurement for Photovoltaic output The tilt angle can be manually adjusted to zero R‘L{e::s_ur]emem mode
AC True-RMS measurement & AC+DC measurement High accuracy and rapid response Hi;l:%r::?iﬁ:r?rﬁer;::rg:gchip
Low pass filter (VFD) Compass function, Portable temperature measurement With graphical data analysis

P294

Model Q Model 7760 Model 6509 Model 9399 Model 195CVS
Thermal illl:lo l Power quality analyzer Insulation tester Earth Ground Clamp Meter Dataloggers

- 15 / v’o www.cem-instruments.com
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New Products from CEM

DT-1500PV
Multifunction PV Tester and Performance Analyzer, I-V Curve Tracer P3s1

All-in-one PV system test solution meeting [EC 62446-1 standards for Category | and Category 2 tests
Open-circuit voltage (VOC) at the PV module/string up to 1000 V DC

Short-cireuit (ISC) current measurement at the PV module/string up to 20 A DC

On-location I-V curve results compares manufacturer I-V curve data to measured data on the analyzer screen

DT-1000P
Power Partial discharge detector P337

J—

lom]
R

| I
FT R A AN .
?
*
s

['he embedded GPS receiver automatically stores coordinate data for easy query and saving of detection paths;
th the function of detecting temperature and humidity, it can detect the ambient temperature and humidity in real time;
aig saving function, upload data to the cloud platform, and realize the function of data analysis review;
1-115.0 ity. directionality and directivity, accurate location of line faults;
Live dete, does not affect the normal operation of the insp d equip
The inslru;.uo be expanded with a variety of external sensors and flexibly used in various detection scenarios

T

50 www.cem-instruments.com
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DT-6615H P >
286 &

15kV High Voltage Insulation Resistance Tester

5 kV. 10 kV, 15 kV DC resistance tester is high voltage insulation resistance tester. used for insulation resistance, solar Photovoltaic voltage. low
resistance test, etc. Suitable for, transformers, motors, cables, switches, electrical appliances and other power equipment and insulation material testing,
industrial and energy power testing, etc. At the same time, with step voltage adjustment function, can output a variety of levels of voltage, with solar cell
detection, hard shell design, safety level up to CATIV1000V, data storage and Bluetooth communication.

M-20 P3oo MO-60 P30o DT-9350 P322

AYRsElype Mot Contact Hard Hat Attachment Multi-Function Signal Generator
AC Voltage Alarm

,G\Vrlst Type Non-Contact AC Voltage Alarm use Detect residual or induced voltage Multiple signal outputs: voltage, current, resistance,
N jact mduction technology to ensure the safety Detect energized threats after accidents, disasters, mV TC, RTD. HZ
of clt o-!rir workers. The alarms are widely and power outages. 0.01% Accuracy
used n 3 wer, raillway, industrial and mining High safety of non-contact measurement Temperature compensation
enterprises and  close-electric working places. System self-test 64 sets of datastores

Low battery indication Lookup table function

- 1 7 / v’o www.cem-instruments.com
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New Products from CEM §
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BT-120/130 2,
P53

Vehicle Maintenance Solutions

EVSE-200
EVSE Adapter for Electric Vehicle Charger Testing

Ps31

Automotive Battery Tester

Model BT-120

The EVSE-200 is an extender for interfacing Electric Vehicle Supply Equipment (EVSE) to test socket of
installation tester for verification of electrical safety and functional testing. It is intended for testing Mode 3 EV
supply equipment with type 2 connector.

Battery testing ranges from 100 to 2000 CCA
Detect bad cells & Test deep discharge battery
Protect against reverse polarity

The ESVE-200 adapter allows you to conduct tests in combination with appropriate test mstruments like an
installation tester (for example DT-6650 Series).

DT-156H

Coating Thickness Tester

Ps3¢ || DT-960CP Ps40

Autoranging True RMS Multimeter with
EVSE-Current & CP/Hz Measurements

AT-9996 Ps29

Professional Automotive Oscilloscope
DMM with TFT color LCD display

0 Dual Technology Features Automatic Selection of
metic Induction or Eddy Current Measurement

DT-960CP 1s a True RMS compact digital multimeter
with EVSE-Current & CP/Hz Measurements, Double
molded plastic housing and over sized high contrast
6000 counts LCD display.

Large 6000 count 320 x 240 TFT color LCD display
AC, AC+DC true-RMS measurements

Records events and trends

Saves measurements

A/D convert fast sampling time

IP67 dust and water proof

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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GD-3805 Professional NH3 Meter
GD-3806 4 in 1 Multifunction GAS Meter

Model GD-3805 Model GD-3806 Model 8515N
P465 P465 P418
GD-3805 Professional NH, Meter
GD-3806 4 in 1 Multifunction GAS Meter
2.8-inch color sereen displays time, concentration, alarm, storage, commu-
nication and other information.
More than 100,000 data storage
Sound and light alarm, vibration alarm or sound and light + vibration alarm.
Digital Thermometers

Temperature and Humidity controller

Model 8513H

P417

DT-8513H Professional HCHO Meter

DT-8515N Professional NH3 Meter

2.8"TFT color display , resolution 240(RGB) x 320 Pixels.

Graphic and digital interface mixed real-time display of HCHO concentration.
High accuracy measurement of HCHO, Air temperature and Humidity.
Capacity for data logging.

P1os

DT-133B/IR-98H

- : F
D1-270GT is a two-channel temperature and humid-
P Qmonitm'ing recorder with wide temperature mea-

al range and high accuracy. The device has
43 nsmission function, and the measurement
yded to the cloud for storage.

Type K thermocouple

User Selectable °C or °F
1.2mm Diameter probe shaft tip
Sampling time 0.5 seconds

The display content is displayed by Angle

LED screen shows readings in Fahrenheit or Celsius

Food Safety InfraRed Thermometer

_— -

Model IR-98H
(i P102

Model 1338 P107

Built-in fold-out probe for measuring internal food
temperatures

Probe temperature range -40 to 200 °C

Countdown timer to monitor cooking, cooling and
HACCP exposure times

Backlit display for clear readings in poorly lit areas
MAX temperature displayed for quick reference

S
>
=
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New Products from CEM

CH-9980/9980B
Laser methane telemeter

r = —
_— " |

Using Tunable Diode Laser Absorption Spectorscopy (TDLAS) technology, it has high
sensitivity and rapid response. It only reacts to the target gas without cross interference
of other gases. It has a long measurement distance and can quickly detect leakage.

BS-288 P372 BS-100W P376 || BS-400/450 P369
Thermal Borescope Wi-Fi Endoscope High Definition Video Borescope

Model BS-288

nmp

Model BS-100W Model BS-400

/ 5" color TFT LCD with high definition 640x480

3.5" Color TET LCD, supporting photo/video, Wifi Endoescope resolution

1e/date display and multi-languages. 1280x720 pixels SD memory card included to store more than 14,600
o*ﬂ nfraRed Thermal Imager Wi-Fi real time share L e . :
Zxrol" rotation ‘Wi-Fi transmission distance =10m ‘:ﬁgﬁtﬁmm ok B s Ees sad videp ciredty, on
Wi-Fire : share Video and images can be transferred to PC via the SD

card or USB output

v’o www.cem-instruments.com \ 20 -
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Maodel 152D

Model 182E Model 326

P475 P474

NDIR ( Non-dispersive Infrared) CO2 sensor.
Built-in large-capacity rechargeable lithium battery.
Tri-color display bar.

Clear and easy-to read LCD screen.

P476

Adjustable alarm function
Temperature and Humidity function

Model 328C
P479
Model 901A

P476

220V/24V voltage supply is supported (328C).

Temperature readings are in °F and °C, both can be optionally replaced.
Air quality indicator function. Under different concentrations of carbon

dioxide, the liquid crystal will display different colors.

DT-D02

Intelligent indoor air quality monitoring system

P4so

RN-180 P4s4
Radon Gas Detector

[

Model D02

color LCD display with resolution of 1024x600
{ sensors are integrated in the equipment to monitor
the ™ sent in real time, PM2.5 _PM10 sensor, temperature
and hun.o o1, formaldehyde sensor, CO and CO, sensor,
photometnc sc poise sensor, hot wind speed sensor, atmo-
spheric prcssun‘.@

Model D03S

DT-D03S Thermal index monitor
Thermal index monitor can conduct simple and mtuitive
thermal index management. The monitor measures tem-
perature and relative humidity and calculates the inte-
grated temperature thermal index (WBGT). The sensor
module can be connected with an extended cable.

RN-180 is a Radon Gas Detector. It can display
the average radon level over the 24 hours, 7 days,
and 365 days.

Rechargeable battery
Digital LCD display with backlight
Low-battery indication

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com



New Products from CEM

Professional Coating Thickness Tester
Professional Laser Distance Meter of outdoor application

Model LDM-380 Model LDM-40B Series  Model LDM-80G Series Model 159 Model 1580

P360 P359 P379 P341 P345

1580 Dual and single element transducer compatibility

Wide thickness range: 0.08 mm (0.003 in.) to 635 mm (25 in.) depending on material and
transducer selection

159 15 a 2.47 TFT color LCD display coating thickness tester with temperature and humidity
measurement. The LCD screen can auto-rotate with 0°, 90°, 180°, 270™

The LDM-40B series enhanced the measurement ability of outdoor application.

GD-3802
0O, Tester

P4sa

DT-8000/AL-01

Professional Alcohol Tester

Pso1

This mstrument is an oxygen meter, which can mea-
o the oxygen concentration with a measuring range
}0\’: 0 0,

-or can be replaced

'ﬂl D Measurement mode

0,’}

MA\

‘Model AL-

Fuel Cell. Alcohol sensor, high accuracy and
reliability

Five detection unit selectable (mg/L,mg/100ml,g/
L.%BAC %BAC)

Two stage acousto-optic alarm for Drink and
drunkenness

RM-190

Radiation scanner

P46z

Momtonng X [i v X-ray, high sensitivity, fast
response time

Measure dose rate in real time and record
cumulative dose

Buzzer alarm function

=
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DT-72A+/72H+/7T2TH+/72S+/721+/72MC+/72MR+/72DP+/72T1+/72L+/72TK+/72GP+
Environment Meter Probes with Bluetooth & LCD display

easy and accurate measurement and data analysis.

DT-8321 Pais

Temp. / Humidity & Dewpoint Meters

Rl
e 8

DT-72+ series Environment Meter Probes are professionally designed with completely modern new outlooking. The whole

DT-8923

Professional Pressure Gauge

P4s3

@
K RE | |l ) )

NN R =

1))

e w

e
§
.
.

series are equiped with Bluetooth, easy to transfer the measuning data to user’s smart phone. Fulfill requirements of fast,

DT-8853S

Sound Level Meters

P439

1
!

Model 8321

,G Iaboratory Hand-Held Temperature / Humidity

Omm Meters measure dew point temperature
o ‘er a wide measurement range

I |
8 -
|
=
" ki
‘Model 8923 ..
%‘.
; 1
The 8923 series p gauge suitable for ring

air or liquid pressure Professional industrial
appearance structure design. The device measures
gauge pressure from Opsi to 500psi, other features
include clear zero, display maximum or minimum
value, automatic shutdown.

Model 88538

Analog AC/DC outputs for connection to frequency
analyzer or X-Y shalt recorder

Datalogger function

Adjustable Alarm-Levels

Memory for 32700 readings

Bluetooth interface

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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New Products from CEM

EMF-90/ DT-97U/93U/96/93HW

Environment Meter Probes with Bluetooth

P399

EMF-90 DT-97U DT-93U

2" TFT color LCD display, Data transfer to PC via USB(CSV or EXCEL files), Chart function & Data-logger function

DT-93U HCHO & TVOC & temperature & humidity meter.

DT-93HW

DT-97U high-precision CO2 and CO & temperature & humidity meter.
DT-93HW is a Mini Hot Wire anemometer with temperature & humidity measurement.

DT-96 Mimi Particle Counter
EMF-90 Multifunction EMF Meter

DT-73AL/73E/73P/73SI731[73THI7T3G/73MR/

73L/73CI7T3AIT3TIT3MC

Mini Environment Meters

P4o3

=

iné —_—
\&. |2

k. ’ 1 -

'

=
P

T
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DL73T  DETMC
i . !
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(R im | o im |\
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o @O @ 8 @ U
DI-T3AL  DT-73E DT-73P DT-738 DT-731  DT-73TH

DT-73A  Mini anemometer with air velocity and temperature measurement. DT-73E

DT-73TH Humidity & AirTemperature meter,

L 730G Real-time HCHO and TVOC meter.
Q~' Mim noise sound level meter.

DT ecision Light meter.

DT-73C Q on Monoxide Meter.
DT-73AL

QTMILI

¥
78 4)

xi_ ok ;; «l .
R E G G EC
lgﬁ i JESY e K 5%
1“ = | (. -

2 \_. I"\ ”. : ¥“ > \__ J
D] r '1‘3(: DI-T3MR - DT-73L T-73C DI-T3A

Electromagnetic Wave Tester
DT-73P  Pressure Meter

DT-73MR Moisture Meter

DT-731  InfraRed Thermometer
DT-73MC Pinless Moisture Meter
DT-73T TDS Tester

Bluetooth interface (Optional)

Mode 9890

357 TFT 960x480 pixels Color LCD display

Air temperature and humidity, Dewpoint & Wet bulb
temperature

Store 10000 records of date, time, counts, relative
humidity, temy e, sample vol alarms et
Bluetooth interface with Smart phone APP

MEMS Sensor and
Module Sensor

Ps47

IR-10D MEMS digital infrared SMD
thermometer sensor

C9 Infrared Carbon Dioxide Sensor Module

PMS5050/3510  Particle sensor

AQM-80  Air quality sensor

V8-20  Vibration sensor

www.cem-instruments.com

E-mail:cemyjm@cem-instruments.com
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FZ-80/100/960/3840 Real-Time PCR System
COV-2200 coOVID-19 Antigen Rapid Test

- .
Model FZ-100

P143
¥

BDlodel FZ-3840 P 145 :
3 4 Model cOV-2200 P 148

4-ct 1 multiple fi d ion, 384 samples can be d d at a time (FZ-3840) COVID-19 Rapid test is a lateral flow immunoassay with an integrated
4-channel multiple fi il ion, 16 ples can be detected at a time (FZ-100) swab, intended for the qualitative detection of SARS-CoV-2 mucleocapsid
2-ch 1 multiple fi ence detection, 8 samples can be detected at a time (FZ-80) protein antigen in anterior nasal (nares) swab samples.

Ergonomics, touch screen tilt design, easy to operate and read the results Self-Test results in 15 minutes

Flexible temperature control and fast detection
Configure WiFi function to send and share test reports

DT-8808S Pi21 | TQ-16 Pi DR-100 Pise

Non-Contact Forehead InfraRed Thermometers Nucleic acid extractor Thermometric Video Doorbell

—
%}n-confact forehead temperatu t Simple and intelligent operation, with app touch screen Measure the visitor's temperature
Sele¥ @) o °F & forehead heat detection With L?g lighting, which o observe the operation 1080P HD Video
-Seleciabh.éld Surface temperature ;;'ht:ﬁ :ize ;nmést;roun[\[flell?:imndtinm: Wid_e-ang]e ]eps, Infgrgd Night_;ﬁﬁjibn
Set alarm value pund alarm UV disinfection function to reduce the pollution of Motion detection with Humanoid filter
Measuring distanccocm samples between different batches Two-Way Talk with Noise Cancellation

- 25 ’ 10 www.cem-instruments.com
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New Products from CEM

HX-660
Handheld Thermal Vision Monocular

————

o —

Integrated Design Respiratory rate: 5-30 BPM
Fully automatic mode Power output: DC 24V, 3.33A, tolerance: £ 10%
Working mode: CPAP, APAP, BIPAP, S, T, ST, VGPS Product size: 260 * 135 * 100mm

Inspiratory pressure setting range: 4-25cmH20
‘Adjustable interval: 0.5emH20

0X-97 Pi137

Pulse Oximeter

BG-60 Pi3s BP-108/108H Pi39
Blood Glucose and Uric Acid Blood Monitor Electronic Blood Pressure Monitor

-
”[ e

i

D display

<guration (SpO2)Measurement
Pulaélbpm} Measurement

Perfusion P1%) Measurement

The value ﬂasohEping alarm indication

Portable and travel Size, results in 5 seconds. Talking function

Accurate measurement 30 memory locations
Five-level electrical technology The date and time are displayed and stored together

with every blood pressure value

v’o www.cem-instruments.com \ 26 -
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NEW Energy Charging Solutions

Eo
= 4-
EV-270/280 series o~
Smart AC Electric Vehicle Charging Unit "o

Model EV-270B Model EV-270) Model EV-280A
P507 P507 P509

Smart and Convenient Mobile App, vou can manage your charging network easily, intelligently, and insightfully. The advanced mobile app allows you to
track, hedule, and optimize smart EV charging anytime to take advantage of off-peak electricity rates.

=

Wi-Fi. Bluetooth ivity options ensure automatic OTA (over-the-air) fir p and less connectivity and ication with your
device. The optional start and stop RFID card functionality can prevent unauthorized use.

EV-230 series Psos EV-210 series Ps11 EV-100 Ps12
AC Electric Vehicle Charging Unit AC EV Charger EV Discharger
b = ;

This EV car charger adopts the SAE-J1772 standard EV-100 is an outdoor discharge motor used with new

L1 ICATOR LIGHTS - The LED indicator

lights é reing cable show you where your car plug for almost all electric cars and plug-in hybrid energy vehicles, suitable for a variety of new energy
is across W% \ferent charging levels. It alerts you vehicles. vehicles, through the DC charging head, the battery
if a fault is di ed, allowing you to manage the voltage of 300V-500V new energy vehicles, inverted
problem right m\no into 220V AC output.

T
- 27 / 60 Www.cem'instruments,com
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New Products from CEM

Residential & Small Commercial Energy Storage Solutions

CEM provides a solution to generateclean electricity for your own solar-poweredhome. When it comes to residentialsolutions
featuring superior safety and easyinstallation, CEM is the ideal choice forhomeowners to going solar. Enjoy yourunparalleled
experience of green energy.optimal solar energy usage, reducedelectricity bills and much more.

PW-680/1000 Ps513 MPW-600/700/800 Ps19

600W/1200W Portable Power Stations Microinverter

HPW-6000/15K Ps21

Solar Storage & Grid-connected Hybrid Inverter

Easy installation, just plug and play

¢ | W bidirectional inverter and LiFePO4 high With Reactive Power Control, compliant with
capat ery. It's a rechargeable battery-powered VDE-AR-N 4105: 2018 & EN 50549-1: 2019

sed with AC outlet, DC carport and External antenna for stronger communication

£50/1000 Portable power station built-in

generator

USB charg)

with DTU

- —

Model HPW-6000

Model HPW-15K |

- !
===

4 . 4
—-_— '

Including photovoltaic access, two-way transmis-
sion of battery energy, grid-connected, off-grid,
and with EMS (Energy Management System) for
energy scheduling, the use of electricity efficiency
is the best, load guarantee is the best.

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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Industrial-Commercial Thermal Imagers Bh

Professional Thermal Imagers P31

9898 Series new generation professional Thermal Imagers with powerful Auto Fusion mode(AUF),
AUF is a dynamic image enhancement-algorithm for infrared cameras. 9898 Series are esay to
help you to find the potential problems with innovation features and powerful Apps.

Short Wave High Temperature Thermal Imager P35

DB-740 Short wave thermal imager is high performance for 800-1100nm infrared image, which
is for temperature measurement above 600°C . Short wave thermal imager is widely used for
continuous inspection of High temperature industrial furnace, such as petrochemical industry,
paper pulp & papermaking etc.

Advanced Thermal Imagers P39

988 Series new generation advanced Thermal Imagers are compact design with powerful Auto
Fusion mode(AUF), AUF is a dynamic image enhancement-algorithm for infrared cameras.
988 Series are esay to help you to find the potential problems with innovation features and
powerful Apps.

High Performance Thermal Imagers Pa3

980 series have power Auto Fusion (AUF) which is a dynamic image enhancement-algorithm
for infrared cameras. 160 = 120 resolution at 50 Hz for real-time capture; Temperature range
from -20°C to 650°C (-4°F to 1202°F), 32X continuous zoom, picture-in-picture, voice comment
recording and text annotation on images. Hot/Cold spot marker automatically finds the hotestand
coldest spots. Itincludes memory card, Lithium polymer battery & power supply, and USB cable.
Wi-Fi connectivity allows the Infrared Thermal Camera to send images and data to mobile devices.

Industrial Thermal Imagers P47

979A series the Thermal Imager is designed for Non-contact detection and calculation of ap-
parent surface temperature, fully radiometric imagers are ideal for troubleshooting electrical
systems, electro-mechanical equipment, process equipment, HVAC/R equipment and others.

Compact Thermal Imagers Pss5

871/870/870L-8 Thermal Imagers are designed to make your work easier, more productive and
effective. 80x80 resolution at SOHz for real-time capture; Temperature range from -20°C to 380°C
(-4°F to 716°F). Hot/Cold spot marker automatically finds the hotest and coldest spots. Lithium
polymer battery & power supply, and USB cable. Bluetooth connectivity allows the Infrared
Thermal Camera to send thermal pictures to mobile devices.

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




Smart Thermal Camera

T-09F series

Thermal image snap and record.
Point/Line/Area real-time analysis
Export PDF report

Share thermal image

Show temperature data at real time.
History thermal image analysis
Real-time preview the results of 9 color palettes

P58

T-70/71/72 Handheld Thermal Vision Monucular provide clear images with high IR resolution,
easy access to new features such as video & image recording. WIF| connectivity offers video
& image real-time share to smartphone/tablet .

Handheld Thermal Vision Monocular

Pe1

Portable thermal camera

T-50F series

The 3.5" 320x240 touchscreen LCD offers Auto Fusion function to blend a visible image with
an infrared image to more easily locate problems. It can scan the asset's QR code or barcode,
help classifying the thermal images into predefined folders.with WiFi function, you can transfer
realtime thermal video or images to the smart phone, easily analyse, report and share.

Al Intelligent Thermal Imaging with Temperature Screening

DT-9895Y/9896Y/9897Y/874Y/979Y/870Y/870YS/980Y

is a surface temperature rapid screening infrared thermal imager, temperature measurement ac-
curacy +0.5°C, temperature measurement range 32°C~42°C, can be handheld or installed tripod.
Deploying this product in public places can automatically achieve temperature measurement

Thermal Imagers Selection Guide

for long distances, large areas, and large passenger flows.

DT-870 Series DT-890 Sertes DT-980 Series DT-988 Series DT-9875 Series DT-9898 Series
120x90 160x120 220x160 384x288 384x288 640x480
IR resolution 120x120 120x90 160%x120 256x192 160x120 384x288
80x80 80x80 160x120/80x80 160x120
Field of View (FOV) 21°x21° 36°x27° 17°x17° 24.6°x19.8° 24.6°x18.6° 28°x21°
Display 2" 240x320 2" 240x320 2.8" 240x320 3.5" 640x480 3.5" 320x240 3.5" 640x480
‘Object temperature range —20 to 380°C ~20 to 450°C ~20 to 650°C ~20 to 650°C ~20 to 800°C —20 to 150°C, 150 to 1500°C
Visible camera SM M 0.3M 5M
GwiFi connectivity * * *
ooth * ®
L@‘ord * * * *
o Bluetooth Instant share : . FaseianEs taxding fuctan
Features Bluetooth Instant share Y ong ot e Auto fusion (AUF) | Auto fusion (AUF) Touchscreen ; Autofocus
Auto fusion {(AUF) Touchscreen

e),,_)‘
>
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5
DT-989%9897/9898
Professional Thermal Imagers with Laser Range aa Function |
S
s
7

7

Worldwide Patent:
PCT/CN2016/079015

Big brilliant touch screen,clear view
from any angle under the sun

IR resolution 640x480 ( 9898 )
Auto fusion mode (AUF)

Laser distance meter function
WiFi connectivity

EMC
EN: 61326-1
EN: 610101

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




DT-9896/9897/9898

Professional Thermal Imagers with Laser Range Finding Function

Protessional Thermal Imagers

9898 Series nafmeration High Performanee Thermal Imagers with powerful Auto Fusion
mode(AUF), AUF is a dy_gﬂjg.image enhancement-algorithm for infrared cameras. 9898 Series
are esay to help you tofind the potential problems with innovation features and powerful Apps.

Key features

* 3.5" 640x480 Big brilliant touch screen,clear view from any angle under the sun

* 640x480 High Performance Thermal Imager with high resolution TFT color LCD display

* Built-in laser distance function

* Capture additional measurements fast and conveniently with wireless modules

* Find problems faster and easier with accurately identify potential issues by combining digital and IR images
* Picture in Picture function displays thermal image super-imposed over a digital image

* LED Flashlight allows the visual camera and fusion to be used in poorly lit environments

+2% Accuracy for reliable temperature measurement

An easy-to-access thumbnail image gallery helps you to quickly review and find your thermal images.

grful Auto Fusion mode(AUF)

] \r:igeo, USB outputs as well as a removable SD card.

Pawer Electronics Plant/General HVAC/R Transportation/ Cooling and Food service
Maintenance Automotive Reheating Equipment

www.cem-instruments.com
E-mail:cemyjm @ -instruments



DT-9896/9897/9898/9899/9895Y/7%3Y/9897Y

..
e - ]
e Big brilliant touch screen,clear view from
any angle under the sun

al time
ommunication High range:
0°C to B50°C
(32 to 1202°F)
Extend to 1500°C
—_ (2732°F) (optional)

)895Y/989¢

Intelligent

.5°C high-precision temperature measurement mode
‘e HD thermal imaging 384 x 288 resolution (9897Y)

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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DT-9896/9897/9898/9899/9895Y/9896Y/9897Y

Professional Thermal Imagers with Laser range finding function

AUF o 1500°C
640x480 3.5"  Auto Fusion Wi-Fi Large Temperature Laser distance
capacitive mode (AUF)  Connectivity —aperture lens range measurement
touch screen up to 1500°C
Specifications

Imaging and optical data
IR resolution

Field of View (FOV)

Spatial resolution

Thermal sensitivity/NETD
Image frequency

Focus

Laser range finding function
Image presentation
Display

Image modes

Color palettes

Object temperature range

Accuracy
Screening temperature range
Temperature measurement accuracy

Blackbody

Measurement analysis
Face tracking

Hot spot track

HDMI

Emissivity adjustable
Automatic hot /cold detection
Set-up

Laser / floodlight

Language selection

Storage of videos/images
Storage media

Video storage format

Digital camera

Built-in visible light digital camera

USB interfaces

Wi-Fi connectivity

Power system

Jlattery

o goltage
('h;u;.: o.‘m

SiZE(HXW)Q.f‘lmm x 103mm x 128mm

Accessories: &
cable, Gift box.

Data communication interfaces

"<3 case, 7.5mm lens, Sun Vi

Focal plane array (FPA), uncooled microbolometer
29.8° x 22.6°

(TFOV)

< 0.05°C @ +30°C (+86°F) / 50 mK

50Hz

Manual

0.05 to 30m(0.15ft 1o 98ft), Typically: £2mm(+0.06in)

3.5" 640x480TFT | capacitive touch screen
IR image, visual image, picture in picture, AUF, Distance

IRON, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold,
Feather, Above alarm, Below alarm, Zone alarm, vision zone

Measurement (Temp. screening mode for 9895Y/9896Y/9897Y)

Screenning mode:32°C to 42°C(—89.6°F to +107.6°F)

Low range: —-20°C to +150°C (—4°F to +302°F)
High range: 0°C to +650°C (+32°F to +1202°F)
Extend to 1500°C (2732°F) (optional)

Screenning mode:+0.5°C (£0.9°F)in 32°Cto42°C
+2°C (£3.6°F) or +2% of reading in -20°C to 650°C

32°C~42°C

+0.5°C (32-42°C, Screening mode) £2°C, Normal temperature
measurement range

Blackbody correction support,£0.3°C (+£0.54°F) accuracy

Intelligent face tracking, detect 10 faces at the same time
Hot spot track in face area and High temperature alarm
Connect to TV through HDMI with video and alarm voice
0.01~1.0 Adjustable

Auto hot or cold spotmeter marks line analyse.area analyse

< class2 / white LED floodlight

English, Chinese, French, German, Spanish, Japanese, Korean,
Portuguese, Italian

8Gbytes Micro SD card
Standard MPEG-4, 640x480(@30fps, on memory card > 60 minutes

5M Pixels

USB-micro, data transform between camera and PC
remote control, live video

Wi-Fi connectivity allows to send images and data to mobile
devices remote control, live video

Lithium polymer battery, 4 hours operating time
DC 5V

AC adapter

Weight: 820g

50mk

g

NETD 50mk Professional
analyse software
9895Y  0896/9896Y 0897/9897Y

160x120
17°x13°

3.77mrad

*
#*

*

160x120 384x288

17.3%%13% 17°x12.7°

1.89mrad 0.77mrad
* *
* *
* *
* *
* *
* *
* *
- %
* *
* *
E _*
_I* f*
* -
% L
E _i*
/% L
* *
* *
* *
* *
* *
* *
* *
* *
* *
* *
* *
* *
* *

5M visible light
digital camera

9808 9899

640x480  1024x768
28.3°x21.2°  20°x15°
0.51mrad 0.5 1mrad

* *

* *

* *

* *

* *

# &

* *

* *

* *

* *

* *

* *

* *

* *

* *

* *

* *

* *

* *

* *

* &

* *

sor, Tripod base, AC charger/Power supply, Battery, software CD-ROM, Handstrap, micro SD card, USB

=
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Temperature range from 600°C Wide dynamic CMOS sensor Little radiometric effect for

{0 2000°C Short wave detector

Remote control by local network Normal image processing Thermal imaging through

software the glass or quartz windows

) g

Applications

® Chemical Process Detection

Metal-making Process Detection

Glass-making Process Detection

Paper-making Process Detection

Thermal imager inspection for High

temperature industrial furmnace

Impurity detection for molten metal

Fire protection & Forest fire prevention

Rocket tracking EMC
EN: 61326-1
EN: 61010-1

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




DB-740

Short Wave High Temperature Thermal Imager

DB-740 Short wave thermal imager is high performance for 800-1100nm infrared
image, which is for temperature measurement above 600°C . Short wave thermal
imager is widely used for continuous inspection of High temperature industrial fur-

nace, such as petrochemical industry, paper pulp & papermaking etc

Features
High resolution 640x512 pixels
Wide Temperature Range from 600 to 2000°C targeting electrical and industrial applications

+2% Accuracy for reliable temperature measurement

L]
L]
[ ]
@ Thermal imaging through the glass or other transparent medium
® HDMI output

@ Capacitive touch screen is easier, productive and effective to operate it

@ Lithium polymer Rechargable Battery lasts >4hrs continuous use; replaceable
L ]

High performance with built-in Linux system

Specifications

Imaging and Optical Data

2:::]122 view (FOV) / Minimum focus 290% 17.6°
Spatial resolution (IFOV) 0.6mrad
Thermal sensitivity/ NETD < 1°C @ +600°C
Image frequency 30Hz

Focus mode Fixed

Focal length 25mm

Focal Plane Array (FPA)Y Spectral range  Wide Dynamic Range CMOS / 0.8-1.1 um
IR resolution 640 = 512 pixels

Image presentation

Display Capacitive Touch screen, 3.5 in. LCD, 640 = 480 pixels
Image modes IR image
IRON, Rainbow, Grey, GreyInverted, Sepia, Blue_Red, Hot_Cold, Humidity

PR Model: 740

Color palettes
Measurement

Object temperature range 600°C to 2000°C (1112°F to +3632°F)

Accuracy £2°C (£3.6°F) or £2% of reading
Measurement Analysis

Spotmeter 3

Line 2 lines(horizontal and vertical)
Area 3 boxes with max. /min. /average

Automatic hot /cold detection Auto hot or cold spotmeter markers
Variable from 0.01 to 1.0

Emissivity, ambient temperature, distance, relative humidity, offset temperature

Emissivity correction
Measurement corrections
Storage of videos

Storage media 4Gbytes Micro SD card

Video storage format
Video storage mode
Storage of images
Image storage format
Image storage mode
Set-up

Set-up commands

Languages

Interfaces
UsSB

Video out
Power system
Battery

Input voltage

/’ Charging system

Power management

e

Data communication interfaces

Standard MPEG-4, 640x480(@30fps, on memory card >60 minutes
IR/visual images; simultaneous storage of IR and visual images

Standard JPEG, including measurement data, on memory card >1000 pictures
IR images

Local adaptation of units, language, date and time formats, information of
camera
multinational

USB-mini, audio, HDMI video, Micro SD slot
Data transform between camera and PC
HDMI

lithium polymer battery, 4.5 hours operating time

DC 9V to 12V

In camera (AC adapter)

Automatic shutdown and sleep mode (user selectable)

Siz%): 243mm x 103mm x 160mm

Weight. %=

z\ccessuric.\o Battery, software, USB cable, Gift box.

T

=
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DT-9871/9873/9873B/9875/9877/9885/655 /9885

High Performance ré}sal Imagers

. and

i 5N

rate readings for most surface temperature measurements with TFT color LCD display & Imager Video formn

The Thermal Imager is designed for Non-contact detection and calculation of apparent surface lum@

the thermal image creation is based on the temperature variation. Imager Thermometers provide fas

shooting electrical systems, electro-mechanical equipment, process equipment, HVAC/R equipment and others

9875Y/9885Y, the measurement accuracy can reach +0.5°C in the screening mode, the temperature screening
range is 35°C~42°C, the system will automatically sound and color alarm when the surface temperature of the
measured object reaches 37.3°C

Deploying this product in public places can automatically achieve temperature measurement for long distances,

large areas, and large passenger flows.

Key features

® 384x288 High Performance & high resolution Thermal Imager with TFT color LCD display (9885/9887)

® 160x120 High Performance Thermal Imager with high resolution TFT color LCD display (9873 Senies)

® Professional IR-optical focus system ensures that images are in good focus for optimum image clarity and

scanning convenience.
o Capture additional measurements fast and conveniently with wireless modules (9887 only)

o Meterbox analysis system—quickly identify and keep track of inspection locations by adding digital images
c € of important information and surrounding areas
) ) o Find problems faster and easier with accurately identify potential issues by combining digital and IR images
II‘_M( ® Picture in Picture function Displays thermal image super-imposed over a digital image
l'_'N: 61326-1 ® LED Flashlight allows the visual camera and fusion to be used in poorly lit environments
EN: 61010-1 * Wide Temperature Range from -20 to +400°C targeting electrical and industnial applications
® +2% Accuracy for reliable temperature measurement
o The image rotation has the ability to automatically rotate the active image
Model: 9885 e Audio recorded with the video image acts a speaker to listen to audio recorded with the video image
e Capacitive touch screen is easier, productive and effective to operate it
o Lithium polymer Rechargable Battery lasts >4hrs continuous use; replaceable
® An easy-to-access thumbnail image gallery helps you to quickly review and find your thermal images.
® Area (Min/Max) mode shows the Minumum or the Maximum Temperature reading in the selected area
® A conveniently located button activates the laser pointer that will help you associate the hot or cold spot in
the thermal image with the real physical target in the field.
o In order to adapt the device to every situation, both wide angle and tele-lenses are available.

e Equipped with standard video, USB outputs as well as a removable SD card.
o The IR video can be streamed to a PC via USB or wifi (DT-9887 only).

Thermal Imager with Rapid Surface
Temperature Screening (9875Y/9885Y)

37.3°C high temperature
automatic alarm prompt

50Hz Image frame rate

Meterbox
r Infrared lens

Resolution: 384x288 pixels
(9885Y)

Wi-Fi Connectivity/
Bluetooth Communication

Model: 9875

11mm Lens Color Alarm

RL-11

5

I8mm [?o
RL-38 é

Full Infrared Picture-in-Picture Full visible light

Built for tough work environments, these high-performance, fully radiometric imagers are ideal for trouble- ’o

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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SiZe[HxW:QE-IR:mn % 103mm x 160mm

DT-9871/9873/9873B/9875/9877/9885/9875Y/9885Y

High Performance Thermal Imagers

Specifications
Imaging and optical data
IR resolution

Field of View (FOV)

Minimum focus distance

Spatial resolution
Thermal sensitivity/ NETD
Image frequency
Focus

Zoom

Rotate

Image presentation
Display

Image modes
Picture in Picture
Color palettes

160x120pixels, focal plane array (FPA), uncooled microbolometer
29.8° % 22.6°

0.2m (0.661t.)

(IFOV) 3.33 mrad

< 0.08°C (@ +30°C (+86°F) / 80 mK
50Hz

Manual

1-20x continuous, digital zoom
0-360°, continuous change by 1%

3.5" TFT , capacitive touch screen

IR image, visual image, picture in picture

IR area on visual image or visual image area on IR
GRAY/GRAY IRON/IRON/RAINBOW/FEATHER

Measurement (Temp. screening mode for 9875Y/9885Y)

Object temperature range

Accuracy
Screening temperature range
Temperature measurement accuracy

Test area

Full-field high-temperature tracking
High temperature alarm setting
Measurement analysis

Spotmeter

Emissivity adjustable

Emissivity table

Line

Area

Automatic hot /cold detection
Isotherm

Measurement corrections

Set-up
Laser / floodlight

Set-up commands

Language selection
Storage of videos/images
Storage media

Video storage format
Image storage format

Storage mode

Digital camera
Built-in visible light digital camera
Data communication interfaces

USB interfaces

Wi-Fi connectivity

Video out

Power system
Battery

Input voltage
Charging system
Power management
. nvironmental data

psulation

Low range: —=20°C to +150°C (—4°F to +302°F)
High range: 0°C to +400°C (+32°F to +752°F)
+2°C (+3.6°F) or £2% of reading

32°C~42°C

+(.5°C

| meter distance: 44ecmx33cm

2 meters distance: 88cmx66cm

Red diamond frame mark

Default 37.3°C

3

0.01~1.0 Adjustable

Emissivity table of predefined materials

2 lines(horizontal and vertical)

3 boxes with max. /min. /average

Auto hot or cold spotmeter marks

Detect high/low temperature/interval

Emissivity. ambient temperature, distance, relative humidity, offset
temperature

< class2 / white LED floodlight
Local adaptation of units, 1
mformation of camera

English, Chinese, French, German, Spanish

date and time formats,

4Gbytes Micro SD card
Standard MPEG-4, 640x480(@30fps, on memory card > 60 minutes

ment data, on

Standard JPEG, including measi
1000 pictures

ry card >
IR/visual images; simultaneous storage of IR and visual images

640x480 Pixels

USB-mini, data transform between camera and PC

remote control, live video

Wi-Fi connectivity allows to send images and data to
mobile devices remote control, live video

Composite(PAL and NTSC)

Lithium polymer battery, 4 hours operating time

DC 9V to 12V

In camera (AC adapter)

Automatic shutdown and sleep mode (user selectable)

IP65

2m

Weight: 920g

9873B 9873  9875/9875Y 9877

9871

160x120 *
17917 3
0.3m 'y

(0.991t)
3.78mrad =
<0.1°C *
* *
* *
* *
* *
* *

IR image only

IR ir

None

None
None

None

None

mage only

None

* ® % #

*

*

None

None

* #

*

* O O N KN

Q
<%

24,6 18.6T 3P

5
@
=]
]
-

*

2.28 mrad
*

*

*

32x

*

* *

*

* # *

Accessories: [ -'-uupurl case, 22mm lens, Sun Visor, Tripod base, AC charger/Power supply, Battery, Camera lens cap, software CD-ROM, Handstrap,

micro SD card, TSk

& RCA cable, Gift box.

%
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DT-987/9643387/9888
S hacers |

640x480 big brilliant touch screen
Compact design IR resolution 384x288 ( 988A )
Wi-Fi connectivity

Key features

® 384x288 High Performance Thermal Imager with high resolution TFT color LCD display (9887)
® 3.5 640x480 big brilliant touch screen, a clear view from any angle
® Capture additional measurements fast and conveniently with wireless modules
® Find problems faster and easier with accurately identify potential issues by combining digital and IR images
magefusion function displays thermal image super-imposed over a digital image
fsy-tosaccess thumbnail image gallery helps vou to quickly review and find your thermal images.
to Fusion mode( AUF)

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




DT-987/988/9887/9888

Advanced Thermal Imagers

988 Series new generation advanced Thermal Imagers are
compact design with powerful Auto Fusion mode(AUF),
AUF is a dynamic image enhancement-algorithm for infrared
cameras, 988 Series are easy to help you to find the potential
problems with innovation features and powerful Apps.

o

AUF =
640x480 3.5" Auto Fusion Wi-Fi
capacitive touch screen mode (AUF) Connectivity
mmnp
as=
650°C Q) IP54
650°C temperature  2M visible light digital IP54
range camera Model 9887
Specifications 987 988 9887 9888
Imaging and optical data
IR resolution Focal plane array (FPA), uncooled microbolometer 160x120 160x120 384x288 640x480
Field of View (FOV) 29.8° = 22.6° 21°x15.6° 20.7°x15.6° 41.5°x31.1° 41.5%31.1°
Spatial resolution (IFOV) 2 26mrad 1.88mrad 1.89mrad 1.89mrad
Thermal sensitivity/ NETD <0.05°C (@ +30°C (+86°F) / 50 mK * * ] *
Image frequency 50Hz * * * 25Hz
Focus Manual ¥ ¥ i b
Image presentation
Display 3.5" 640x480 touch screen i i * *
Image modes IR image, visual image, picture in picture, AUF * * * *
Color palettes IRON, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold, Feather - - y b
Measurement
; : . 200 500 oF to +302°F High I High range:
Ot empernernge e AUCle LOCCHT 01071 B <
Accuracy +2°C (£3.6°F) or £2% of reading ¥ ¥ ;. L
Set-up
Set-up commands Local adaptation of units, language, date and time formats, information of camera * * i L
Language selection English, Chinese, French, German, Spanish, Japanese, Korean, Portuguese, Italian * * * *
Storage of videos/images
Storage media 4Gbytes eMMC or 8GB SD card * * * .
Video storage format Standard MPEG-4, 640x480(@30fps, on memory card > 60 minutes * * i L
Digital camera
Built-in visible light digital camera  2M Pixels * * * *
Data communication interfaces
USH interfaces USB-micro, data transform between camera and PC * * * *
Remote control, live video - - * *
Wi-Fi connectivity ]\?\”‘ie-iii:::nectivit}r allows to send images and data to mobile devices remote control, . . . "
Power system
Battery Lithium polymer battery, 4 hours operating time * * . *
Input voltage DC 5V * * ¥ *
G'h:lrg!mg system In camera (AC adapter) * * * *

<

Siz%‘g: 233mm x 94mm x 103mm Weight: 520g

Accessorie ird transport case, 7.5mm lens, Tripod base, AC charger/Power supply, Battery, software CD-ROM, Handstrap, micro SD card,

USB cable. Gl Q
T

so www.cem-instruments.com
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DT-983/8044986H/986
Advanced al Imagers |

>
>
2

EMC
EN: 61326-1
EN: 61010-1
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DT-983/984/986H/986

Advanced Thermal Imagers

Key features

e Smart design with big screen occupation ratio

o Capture additional measurements fastly and conveniently with wireless modules

e I'ind problems faster and easier and accurately identify potential issues by combin-
ing digital and IR images

e Image fusion function displays thermal image super-imposed over a digital image
and easy-to-access thumbnail image gallery helps you to quickly review and find

np

Wi ()

your thermal images.
® Powerful Auto Fusion mode(AUF)
e Equipped with standard video, USB outputs as well as a removable SD card.

o Realtime analyse and picture analyse function

Model: 986

Specifications 983 984  986H 986
Imaging and optical data

IR resolution Focal plane array (FPA), uncooled microbolometer 120x120 120x90 256x192 160x120
Field of View (FOV) 15.6°x15.6°  50°x38°  404°x30.3° 42°%32°
Spatial resolution (IFOV) 2.26mrad 7.3mrad 5.48mrad 2.6mrad
Thermal sensitivity/NETD <0.05°C @ +30°C/(+86°F), < 0.1°C/100mK x . > *
Image frequency 50Hz 50Hz 25Hz 25Hz
Focus Focus free * * * x

Image presentation

Display 3.5" 640x480 touch screen * . > *

Image modes IR. image, visual image, picture in picture, AUF * . > *

Color palettes IRON, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold, Feather * * * *

Measurement

Object temperature range _62'0 },0. _.20 :0, ) lc: = :0
50°C 550°C 350°C 350°C

Accuracy +2°Cor2% +£2°Cor2% +2°Cor2% +2°Cor2%

Measurement analysis

Emissivity adjustable 0.01~1.0 Adjustable * ¥ * x

Automatic hot /cold detection Auto hot or cold spotmeter marks * ¥ X x

Set-up

Laser / floodlight < class2 / white LED floodlight f * * ¥

English, Chinese, French, German, Spanish, Japanese, Korean,

tngyage selsstion Portuguese, Italian = * : :
Storage of videos/images

Storage media 4Gbytes eMMC or 8GB SD card * * * *
Video storage format Standard MPEG-4, 640x480(@30fps, on memory card > 60 minutes * * * *
Image storage format Standard JPEG, including measurement data, on memory card > 1000 pictures ¥ - » *
Storage mode IR/visual images; simultaneous storage of IR and visual images ¥ . * *

Digital camera
Built-in visible light digital camera 2M Pixels * i L *
Data communication interfaces

. USB-micro, data transform between camera and PC L3 * * *

USB interfaces = ;
Remote control, live video * * L *

e e Wi-Fi connectivity allows to send images and data to mobile devices remote
Wi-Fi connectivity g & ¢ * * * *
; control, live video
Power system
Battery Lithium polymer battery, 4 hours operating time * * X *
/ Input voltage DC 5V * * * *
’ Charging system In camera (AC adapter) * i L *
%-[ management Automatic shutdown and sleep mode (user selectable) * B L *
Sizeq; .o}: 228mm x 100mm x 90mm Weight: 520g

Accesso rieQrd transport case, 7.5mm lens, Tripod base, AC charger/Power supply, Battery, software CD-ROM, Handstrap, micro SD card,

USB cable, (mQ
T
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CEM D 1-90UB/90U/96UA/90L BDID0LIIOLIN 90 ool 906
— High Performance Ti&uial Imagers
\%
The Thermal Imager is designed for Non-contact detection and calculation of apparent surface tempera- N w

ture, fully radiometric imagers are ideal for troubleshooting electrical systems, electro-mechanical equip-
ment, process equipment, HVAC/R equipment and others.

C€

EN: 61326-1
EN: 61010-1

Auto Fusion mode (AUF) HDMI High resolution video o@itput

80x80 pixels, FPA, uncooled microbolometer  Built-in 100M Memory for 80 pictures or one
Annotate images with Voice minute video record

Picture in Picture Wi-Fi connectivity

32X Continuous Zoom Transfers images and data to mobile devices to
5 Megapixels Digital camers - share reports and critical information quickly

Thermal Imagers Selection Guide

| =% / ' | % Bl & o
! | |§1 I : | 4 ! ks | ' 4 '
.5 Y ' e - ” . e -~
& ® 3 i = ; 77
|
Model number DT-982H DT-982 DT-982RH DT-980H DT-980A DT-980L-8 DT-980 DT-981 DT-981B
IR resolution 160x120 160x120 160x120 160x120 160x120 160x120 160x120 120x160 120x90
Field of View (FOV) 22.6°x 29.8° 22.6°x 29.8° 22.6°x29.8° 17"x 13° 17°% 13° 8°x 6° 17°x 13° 20.7°x 15.6" 50x 38°
IFOV 3.33mrad 3.33mrad 3.33mrad 1.8%mrad 1.89mrad 0.89mrad 1.89mrad 2.26mrad 5.48mrad
Display 2.8" 240x320
. > srat 2
B 20~650°C 20-350°C 20-350°C 20~650°C 20-350°C
\% era SM (IR fusion, AUF) 2M (IR fusion, AUF)
WIFi™ L & ¥ * ¥
Video recm.&g\ * * * * + * P ~ ,;
Probe airlemp. '\gg *



HDMI HDMI High resolution video output
/ Inside 100M Memory About 80pictures or one minute video record
x@(‘np_\' to USB Easy uploads images from camera to USB memory card
o (Min/Max) Mode Shows the Minumum or the Maximum Temperature reading in the selected area
i, Transfers images and data to mobile devices to share reports and critical
52 O“ 1y information quickly (DT-980A/981B/981) Model 980Y

”
DT-980B/980/980A/980L-8/982/982RH/982L-8/980H/982H )é)

High Performance Thermal Imagers

I —

980, 982 (160x120) Thermal Imagers are designed to make your work easier, more productive and effective. 980 series have power auto fusion mode which i«@ mic image

*c\um.

picture-in-picture, voice comment recording and text annotation on images. Hot/Cold spot marker automatically finds the hotest and coldest spots. It includes memory card?

enhancement-algorithm for infrared cameras. 160 = 120 resolution at 50 Hz for real-time capture: Temperature range from -20°C to 650°C (-4°F to 1202°F), 32X conl

»-1
polymer battery & power supply, and USB cable. Wi-Fi connectivity allows the Infrared Thermal Camera to send images and data to mobile devices. 63

Powerful analyse Easy Share

()

Auto Fusion mode (AUF)
Realtime Wi-Fi analyse

EMC
c € EN: 61326-1
EN: 61010-1

Model: 982

Auto Fusion mode (AUF) Full Infrared Picture-in-Picture
A dynamic image enhancement-
algorithm for infrared cameras

AUF 1 :uj

Auto Fusion High temperaturre Picture in
mode (AUF) Tange Picture

32X (0) APP

32X continuous 5 Megapixels 108 and Adriod

Foom Digital camera APP support
= = High temperature color alarm prompt
Product characteristics If the temperature exceeds 37.3°C, a yellow high
High Resolution IR Images 19,200 pixels (160x120) Infrared resolution(982) temperature prompt will appear on the device screen
Visible Light Digital 5 Megapixels Digital camera resolution with flash provides sharp images d
Camera regardless of lighting conditions
Picture in Picture Displays thermal image super-imposed over a digital image
LED Flashlight Allows the visual camera and fusion to be used in poorly lit environments
Wide Temperature Range From -20 to +650°C targeting electrical and industrial applications
£+2% Accuracy Reliable temperature measurement
Thumbnail view Easy to view and analyze images quickly

Audio recorded with the

S A speaker to listen to audio recorded with the video image

Li-lon Rechargable Battery  >4hrs continuous use; replaceable

Auto I:llsi()hGO*
.

AUF is a dynamic image enhancement-algonithm for infrared cameras

v’@ www.cem-instruments.com \ 44 -
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Specifications
Imaging and optical data

IR resolution

Focal Plane Array (FPA) / Spectral range
Focal length

Field of View (FOV)
Minimum focus distance
Spatial resolution
Thermal sensitivity/NETD
Image frequency

Focus

Zoom

Image presentation
Image modes

Picture in Picture

Color palettes

Object temperature range

Accuracy

Screening temperature range
Temperature measurement accuracy

Test area

Full-field high-temperature tracking

High temperature alarm setting

Measurement analysis

Spotmeter

Set-up

Language selection

Storage of videos/images

Inside Memory / Storage media

Video storage format

Image storage format

Digital camera

Built-in visible light digital camera

Data communication interfaces

Interfaces &Video output

USB

WIF!

’_’r’ video between device and PC
@-r images and data to mobile devices

Po stem
Battery %u__’c / Laser
Size(HxWxD): im ¥ 77mm x 96mm

P
DT-980B/980/980A/980L-8/982/ 982RH/982L-¢%$‘0 H/982H
——MW " HighPerformance Tutugal lmagers

Worldwide Patent:
PCT/CN2016/079015

(Wi G

Wi-Fi Connectivity

Model 980Y

980B  980/980H/980Y 980A 980L-8 981B 981 982/982H/982Y
lGlI]>_<12l] 160%120 pixels 160=120 pixels 16Qx120 12090 pixels  120=160 pixels 160=120 pixels
pixels pixels
Uncooled microbolometer / 814 um
7.5mm Smm 9mm 19mm 7.5mm 6.2mm 9mm
21x15.6° 17x13° 17x13° 8x6° 50x30.8° 20.7x15.6° 22.6x%29.8°
0.2m
2.26mrad 1.89mrad 1.89mrad 0.89mrad 5.48mrad 2.26mrad 3.33mrad
< 0.08°C /80mK
50Hz
Manual

1-32x continuous, digital zoom

IR image, visual image, picture in picture, AUF
IR area on visual image
IRON/Rainbow/Grey/Grey Inverted

Measurement (Temp. screening mode for 980Y/982Y)

Secreenning mode: 32°C to 42°C(-89.6°F to 107.6°F) (980Y/982Y)
=20 to 150°C (-4 to 302°F), 0 to 350°C (32 to 662°F), extended to -20 to 650°C (980H, 982H)
Screenning mode: £0.5°C (£0.9°F)in 32°C to 42°C (980Y/982Y)
+2°C (+£3.6°F) or £2% of reading
32-42°C (980Y/982Y)
+0.5°C (980Y/982Y)
1 meter distance: 44cmx33em (980Y/982Y)
2 meters distance: 88cmx66cm (980Y/982Y)
Red crosshair mark (980Y/982Y)
Default 37.3°C (980Y/982Y)

Center Spot,Auto hot or cold markers
English, Chinese, French, German, Spanish
100M bytes, 80pictures or one minute video record / 8G Micro 5D card
Standard MPEG-4, 1280x960(@30fps, on memory card > 60 minutes
Standard JPEG, including measurement data, on memory card > 1000 pictures
SMegapixels; 59°

No 5SMegapixels; 59°

USB-micro, audio, HDMI
Data & Live video transform between camera and PC or smartphone

No No Yes No Yes Yes No
No No Yes No Yes Yes No

Li-ion battery, 4 hours operating time / DC 5V /< ImW

Weight: 500g

Accessories: !.uu\-ov'muutnplimml). Battery, software CD-ROM, Wrist strap, micro SD card, Adaptor, USB cable & HDMI cable (Optional), Gift box.

T

s/ °
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DT-997A/997B/997C/997D/997E

EMC
EN: 61326-1
EN: 61010-1

Model 997A

‘Specifications 997A 9978  997C 997D  QUTE
Imaging and Optical Data
Field of View 21x21° 41.5x31.1°  50x38° 42x 32°  50x38° 50x38°
Spatial Resolution 4.53mrad 1.89mrad S4mrad 2.6mrad 73mrad  7.3mrad
NETD <0.1°C@30°C(80°F)/100mK * * * * *
Image Frequency 50Hz 50Hz 25Hz 25Hz 25Hz 25Hz
Focus Mode Focus free . * * L ¥
Focal Plane Amray(FPA) Spectral Range  Uncooled microbolometer/8-14um . * L L ¥
IR Resolution 384x288  256x192  160x120  120x90 96x96
Image Presentation
Display 3.2" IPS LCD, 240x320 pixels * » * * -
Color Palettes IRON, RainBow, Grey, GreyInverted, Brown, Blue-red, hot-cold, Feather * » * * -
Measurement
Object Temperature Range -20°C 1o 400°C (-4°F to 752°F) * * * * *
Accuracy +2°C(+3.6°F) or £2% of reading * “ o * .
Measurement Analysis
Spotmeter Center Spot * * * * *
Automatic Hot/Cold Detection Auto hot or cold markers = L ¥ »
Emissivity Correction 8 pre-define level and Variable from 0.01 to 1.0 *
Storage of videos/images
Storage media 4Gbytes eMMC or 8GB SD card * * * * *
Video storage format Standard MPEG-4, 640x480@30fps, on memory card > 60 minutes s * L ¥ »
Image storage format Standard JPEG, including measurement data, on memory card > 1000 pictures = * L ¥ s
Storage mode IR/visual images; simultaneous storage of IR and visual images * x * * *
Power System
Battery Li-ion battery, 4 hours operating time * ¥ ¥ ¥ ¥
Input Voltage DC 5V * ¥ ¥ * ¥
Charging System In camera(AC adapter) * L » * W
Power Management Automatic shutdown * ¥ * * w
Environmental Data
/ Operting Temperature Range -20°C to 50°C (-4°F to 122°F) * * * * *
x Storage Temperature Range -40°C to 70°C (-40°F to 158°F) * * * * *
Go&ily(operating and storage) 10% to 90% * * . * i
D | g oit] camer 2m/ 2M pixel * * . * i

Size(HxWx@Mmm x 72mm x 90mm  Weight: 480g
Accessories. JoF?arplmne(Optional), Battery, software CD-ROM, Wrist strap, micro SD card, Adaptor, USB cable & HDMI cable (Optional), Gift box.

T
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DT-979A/979B/979D/979 %5 9F/979G

Industrial Tielsgal Imagers

High Performance Thermal Imagers
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DT-979A/979B/979D/979E/979F/979G

Industrial Thermal Imagers

240x320 2.8" LCD
display

@

Non-contact temperature
measurement

)

2M visible light digital
camera

Specifications
Imaging and Optical Data
Field of View

Spatial Resolution

NETD

Image Frequency

Focus Mode

Focal Plane Array(FPA) Spectral Range
IR Resolution

Image Presentation
Display

Color Palettes

Measurement

Object Temperature Range
Accuracy

Measurement Analysis
Spotmeter

Automatic Hot/Cold Detection

Enussivity Correction

Storage media

Video storage format
Image storage format

Storage mode

Power System

Battery

Input Voltage

Charging System

Power Management
Environmental Data
Operting Temperature Range

Storage Temperature Range

@’"rmLlut\'(operating and storage)
%1 Digitl camer

SiZe(HXWXQHmm x 72mm x 90mm

AUF

Auto Fusion
mode (AUF)

Intelligent Face
capture (979Y)

400°C

400°C temperature
range

2

37.3°C high temperature
automatic alarm prompt
(979Y)

P54

P54

21x 21°

4.53mrad
<0.1°C@30°C(80°F)/100mK
50Hz

Focus free

Uncooled microbolometer/8- 14um

2.8" TFT LCD, 240x320 pixels

IRON, RainBow, Grey, Greylnverted, Brown, Blue-red.

hot-cold, Feather

-20°C to 400°C (-4°F to 752°F)
+2°C(43.6°F) or £2% of reading

Center Spot
Auto hot or cold markers

8 pre-define level and Variable from 0.01 to 1.0

4Gbytes eMMC or 8GB SD card

Standard MPEG-4, 640x480(@ 30fps, on memory card >
60 minutes

Standard JPEG, including measurement data, on memory
card > 1000 pictures

IR/visual images; simultaneous storage of IR and visual
nmages

Li-ion battery, 4 hours operating time
DC 5V
In camera( AC adapter)

Automatic shutdown

-20°C to 50°C (-4°F to 122°F)
-40°C to 70°C (-40°F to 158°F)
10% to 90%

2m/ 2M pixel

Weight: 480¢g

979A 979B
41.5x31.1° 50%x38°
1.89mrad 5.4mrad
* *
50Hz 25Hz
* *
* *
384x288 256x192
L *
o *
* *
* *
* *
*
L
* L
* *
* L
* L
- *
- *
o *
o *
* L
* L
* L
* L

Model 979A

979D

32x24°
*/3 3mrad
*
50Hz
*

*

160x120

979E

50x38°
7.3mrad
*
25Hz
*

*

120x90

979F

50x38°
7.3mrad
*
25Hz
*

*

96x96

979G

42x% 32°
2.6mrad
*
25Hz
*

*

160x120

Accessories. ;o I arphone(Optional), Battery, software CD-ROM, Wrist strap, micro SD card, Adaptor, USB cable & HDMI cable (Optional), Gift box.

T

=
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High Performance Thermal Imagers

B90(80x80), 891 (120x90), 892(160x120) Thermal Imagers are designed to make your work easier, more productive and effective. 160x120 resolution at 50 Hz for real-
time capture; Temperature range from -20°C to 450°C (-4°F to 842°F). Hot/Cold spot marker automatically finds the hotest and coldest spots. It includes memory card,
Lithium polymer battery & power supply, and USB cable. Bluetooth connectivity allows the Infrared Thermal Camera to send data to mobile devices.

IR resolution Thermal sensitivity
< 0.1°C (0.18°F) @ 30°C

111] 4

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




DT-890/891/892

| Thermal Imagers

890(120x120), 891(120x90), 892(160x120) Thermal Imagers are designed to make your work easier, more productive 00
and effective. 160x120 resolution at 50Hz for real-time capture; Temperature range from -20°C to 450°C (-4°F to 842°F) 4}
Hot/Cold spot marker automatically finds the hotest and coldest spots. It includes memory card, Lithium polymer battery & 6
power supply, and USB cable. Bluetooth connectivity allows the Infrared Thermal Camera to send data to mobile devices. 0

C€

EMC

EN: 61326-1

EN: 61010-1
Specifications 890 891 892
Imaging and Optical Data
Field of View 25.6x15.6  50x38 31x23
Spatial Resolution 2.26mrad 2.26 7.3 3.33mrad
NETD <0.1°C@30°C(80°F)/100mK # # * Model: 890
Image Frequency 50Hz ¥ 25Hz *
Focus Mode Focus free * » *
zz:‘z:r:}agznz‘;mywpf‘-) ; Uncooled microbolometer/8-14um * * *
IR Resolution 120x120  120x90  160x120
Image Presentation
Display 2" TFT LCD, 240x320 pixels » » -
Color Palettes IRON » il *
Measurement
Object Temperature Range -20°C to 450°C (-4°F to 842°F) i hd *
Accuracy +2°C(+3.6°F) or 2% of reading * * *
Measurement Analysis
Spotmeter Center Spot * i *
Automatic Hot/Cold Detection Auto hot or cold markers » il *
Emissivity Correction 8 pre-define level and Variable from 0.01 to 1.0 ¥ * ¥
Storage of Images » » *
Storage Media 8 Gbytes Micro SD card * . *
Image Storage format Bitmap(BMP).including measurement data. ¥ ¥ *
Data Communication Interfaces
Interfaces USB-micro, Data transform between camera and PC * ¥ *
Bluetooth * L =
Power System
Battery Li-ion battery, 8 hours operting time ¥ » s
Input Voltage DC 5V * * * Model: 892
Charging System In camera(AC adapter) ¥ * *
Power Management Automatic shutdown L L *
Environmental Data
Operating Temperature Range -20°C to 50°C (-4°F to 122°F) * * *
Storage Temperature Range -40°C to 70°C (-40°F to 158°F) * * *
Humidity{operating and storage)  10% to 90% x ¥ *
Drop test 2m * i -

-~

G"!ze( HxWxD): 180mm x 58mm x 70mm

oht 480¢g
Ac LQ }amry, software

G -ROM, Wrist strap, micro SD card, Adaptor,

e able, Gift box.
T
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CEM DT-873//875/876
W 0000 IndustraliSugallimagers

Key features

« 25Hz fast frame rate, fast capture temperature varies

= High temperature range, more application situation

« Simple operate, easy to use ;
» Smart design, Portable,Small and lightweight to carry with you anywhere
* Durable, withstand up to a 2m drop '

* IP54 waterproof level

* Flashlight

- 51 / =o www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com



DT-873/874/874Y/875/876

Industrial Thermal Imagers

876/875/874/873 Thermal Imagers are designed to make your work easier, more productive and effective,
80x80 resolution at 50Hz for real-time capture: Temperature range from -20°C to 400°C (-4°F to 752°F).
Hot/Cold spot marker automatically finds the hotest and coldest spots. Lithium polymer battery & power
supply, and USB cable. Bluetooth connectivity allows the Infrared Thermal Camera to send thermal pite-

tures to mobile devices.

C€

240x32024"LCD  Auto Fusion  400°C temperature  2M visible light IP54
display mode (AUF) range digital camera
EMC
EN: 61326-1
874Y is a surface temperature rapid screening infrared thermal imager, EN: 61010-1

temperature measurement accuracy +0.5°C, temperature measurement
range 32°C~42°C, can be handheld or installed tripod.

Deploying this product in public places can automatically achieve
temperature measurement for long distances, large areas, and large
passenger flows

Q Intelligent Face
capture

37.3°C high temperature
automatic alarm prompt

Model: 874/874Y

Specifications 876 875 874/874Y 873
Imaging and Optical Data

Field of View 21x21° 50x38° 42x32° 50x38° 50x38°
Spatial Resolution 4.53mrad 5.4mrad 2.Omrad 7.3mrad 7.3mrad
NETD <0.1°C@30°C(80°F)/100mK ¥ ¥ * *
Image Frequency 25Hz > > = *
Focus Mode Focus free * * * ¥
Focal Plane Array(FPA) Spectral Range Uncooled microbolometer/8-14um * * * i)
IR Resolution 256x192 160x120 120x90 96x96
Visible camera M * *

Image Presentation

Display 24" TFT LCD, 240x320 pixels * * * *
Color Palettes IRON, RainBow, Grey, GreyInverted, Brown = = s *

Measurement (Temp. screening mode for 874Y)
Screenning mode: 32°C to 42°C (-89.6°F to +107.6°F)

Object Temperature Range 220°C to 400°C (-4°F t0 752°F) * * 2 4
- 40.5°C (40.99F) in 32° 0,
CEHIC Sjc;fg?:';nﬁ%goo‘ieﬂo“/o o:'r(eag;i?l;) Bk . . : i
Screening temperature range 32°C-42°C -*
High temperature alarm setting Default 37.3°C /%
Full-field high-temperature tracking Red crosshair mark -I*
Face tracking Intelligent face tracking, detect 10 faces at the same time *
Measurement Analysis
Spotmeter Center Spot * * * ¥
Automatic Hot/Cold Detection Auto hot or cold markers > d :
Emissivity Correction 8 pre-define level and Variable from 0.01 to 1.0 * *
Storage of Images 2 2 . *
Image Storage format Bitmap(BMP),including measurement data. * * *
Data Communication Interfaces Bluetooth * * ¥
Power System
Battery Li-ion battery, 4 hours operating time "’ "’ 4 2
Input Voltage DC 5V 3 3 * 1
Charging System In camera{AC adapter) * * * *
Power Management Automatic shutdown ¥ ¥ * o
Environmental Data
/, Operting Temperature Range -20°C to 50°C (-4°F to 122°F) ¥ ¥ * *
Storage Temperature Range -40°C to 70°C (-40°F to 158°F) ¥ ¥ 2 =
idity(operating and storage) 10% to 90% ' ' . *
| = . . : :

Size{_Hx\Q: 210mm x 62mm x 105mm  Weight: 450g
;‘\(‘(‘csmriu\:o--'\'. APP software, Adaptor, Carrying case, USB cable, Gift box.

5.
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Industrial Thermal Imagers %-
PN

q3

EMC
EN: 61326-1
EN: 61010-1
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DT-05/06/07

Industrial Thermal Imagers

DT-05 (96x96), DT-06 (120x90), DT-07(160x120), Thermal Imagers are designed to make your work much
easier, more productive and effective. 160x120 resolution at 25Hz for real-time capture; Temperature range from
-20°C to 400°C (-4°F to 752°F). Hot/Cold spot marker automatically find the hotest and coldest spots.

550°C

IP54

240x120 2.0" LCD 550°C temperature P54
display range
‘Specifications
DT-05 DT-06 DT-07
IR resolution 96x96 120x90 160x120
Image frequency 25Hz 25Hz 25Hz
Pixel size 12pm 12pm 12pm
F?eld of view (FOV) / Minimum focus 50°x38°/0.5m 50°x38°/0.5m 34°x23%/0.5m
distance
-20to 150°C -20to 150°C -20to 150°C
) (-4 to 302°F) (-4 to 302°F) (-4 to 302°F)
Object temperature range
0 to 400°C 0 to 400°C 0 to 400°C
32to 752°F 32to 752°F 32 to 752°F

Image modes

Display

Color palettes

Spot

Automatic hot/cold detection

Storage media
Image storage format

Interfaces

Battery

IR image only
2.0" 240x120 TFT screen

Iron, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold,
Feather, Above alarm, Below alarm, Zone alarm,

Center Spot
Auto hot or cold markers
SD Card

Standard JPEG, or HIR files including measurement data, on
memory card >6000 pictures

USB Type-C, Bluetooth

Li-ion battery, 4 hours operating time

Size(HxWxD): 180mm x 58mm x 70mm
Weight: 480g
Accessories: LI-ion battery, software, CD-ROM, micro SD card, Adaptor, USB cable, Gift box.

Ce

EMC
EN: 61326-1
EN: 61010-1

Model DT-06

Model DT-06Pro

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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871/870/870L-8 Thermal Imagers are designed to make your work easier, more productive and effective. 120x120 resolution at 50Hz for real-time capture; Tem-=

perature range from -20°C to 380°C (-4°F to 716°F). Hot/Cold spot marker automatically finds the hotest and coldest spots. Lithium polymer battery & power

supply, and USB cable. Bluetooth connectivity allows the Infrared Thermal Camera to send thermal pitctures to mobile devices.

Key features

S50Hz fast frame rate, fast capture temperature varies

High temperature range, more application situation

Simple operate, easy to use

Smart design, Portable,Small and lightweight to carry with you anywhere
Durable, withstand up to a 2Zm drop

IP54 waterproof level

Flashlight

Ce & X

EMC

EN: 61326-1 dl 3 | ‘“““

EN: 61010-1 | B u .

Model 870L-8

DT-870YS

Surface temperature rapid screenin
thermal Imager

S supports an external pad 1 screen, which
e simultaneous temperature measurement by
multiple people in the public place when checking the
f personnel. Using the Thermalguard s
installed on the pad, you can directly read the measureme;
d the number of people, and the number of reaing
than 37.3¢ een. In the screening mode, the
me; ] C , and the measurement

accuracy is £0.5

Cold spot.

hotspot «

Cold spot hotspot awtomatic capiure Bluetooth transfer data in real time

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com

Imported high quality sensors




DT-871/870/870L-8/870Y/870YS

ompact Thermal Imagers

By locking the current on-site temperature range to obtain better
image effects, It is more convenient to find the temperature problem
of the measured object.

Specifications
Imaging and Optical Data
Field of View

Spatial Resolution

NETD

Image Frequency

Focus Mode

Focal Plane Array(FPA) Spectral Range
IR Resolution

Image Presentation
Display

Color Palettes

Object Temperature Range
Accuracy
Screening temperature range

Temperature measurement accuracy
Test area

Full-field high-temperature tracking
High temperature alarm setting
high-temperature tracking
High temperature alarm tone
Pad

Face detection

Face capture

Measurement Analysis
Spotmeter

Automatic Hot/Cold Detection
Emissivity Correction

Storage of Images

Image Storage format

Data Communication Interfaces
Bluetooth

Power System

Battery

Input Voltage

Charging System

Power Management
Environmental Data

/ Operating Temperature Range

(o\’mm-;_r Temperature Range

DT-870

15.6x 15.6°

4.53mrad
<0.1°C@30°C(80°F)/100mK
50Hz

Focus free

Uncooled microbolometer/8- 1 4um

2" TFT LCD, 240x320 pixels
IRON, RainBow, Grey, GreyInverted

Measurement (Temp. screening mode for 870Y/870YS)

-20°C to 380°C (-4°F 10 716°F)

+ 2°C(+ 3.6°F) or +2% of reading
32-42°C (-89.6°F to +107.6°F)
+0.5°C

1 meter distance: 35cmx35cm

2 meters distance: 7T0cmx70cm
Red crosshair mark

Default 37.3°C

Red crosshair mark

10in display,8M visible camera, Android sysstem

DT-5T0L=8

871

50x38"
7.3mrad

#
#
#

#

120x90

5 face detection at the same time, hot spot track in face area and High temperature alarm

Center Spot
Auto hot or cold markers

8 pre-define level and Variable from 0.01 to 1.0

Bitmap(BMP),including measurement data.

Li-ion battery, 4 hours operating time
DC 5V
In camera(AC adapter)

Automatic shutdown

-20°C to 50°C (-4°F to 122°F)
-40°C to 70°C (-40°F to 158°F)

idity(operating and storage) 10% to 90%
Dr? 2m
Size(HxW Smm x 58mm x 70mm Weight: 450g
Accessories: | A PP software, Adaptor, Carrying case, USB cable, Gift box.

T

870

120x120

870y

120x120

870YS

*

120x120

=

www.cem-instruments.com
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870L-8

6x6°
0.89mrad

*
*
*

*

120x120




T-80/81/81F <4532/ 82Pro

CEM
Handheld Thermal Vis&iaMonecular |

T-80/81 Handheld Thermal Vision Monucular provide clear images with 640x480 high IR resolution, easy access to new features such as

video & image recording. WIFI connectivity offer video & image real time share to smartphone/tablet . ’ )

q3

EMC
EN: 61326-1
EN: 61010-1

Specifications T-80 T-81 T-81Pro T-82 T-82Pro

Imaging and optical data

IR resolution 256x192 384x288 384x288 640x480 640x480

Pixel size 12um 12um 1 7um 12um 17um

Field of View (FOV) 13.5°x10.2° 13.9°x10.4° 14.9°x112° 17.6°x132° 249°%¢18.7°
0.92mrad 0.63mrad 0.68mrad 0.48mrad 0.68mrad

Spatial resolution (IFOV) (IFOV) (IFOV) (IFOV) (IFOV)

Thermal sensitivity NETD <0.04°C (@ +30°C (+86°F) / 40 mK

Image frequency 50Hz

Len 13mm 19mm 25mm/35mm 25mm 25mm/35mm
Model T-80 Image presentation

Display 3.99" 1024x768 LCOS

Color palettes IRON/GREY/ HOT RED/ COLD BLUE

Zoom X2, X4, X8

Bird watching mode Yes

Set-up

Laser indication L L 2 Lt *

Storage of videos/images

Storage media 16Gbytes * * ¥ * #
Video storage format Standard - " .
MPEG-4

Image storage format Standard . . ' & -
JPEG

Data communication interfaces

USB interface * * * * *
Wi-Fi connectivity * * *
External display interface * - - . -

CVBS

Size(HxWxD): 48 x 50x 180mm Weight: 370g
Accessories: Gift box.

- 5’7 / -,o www.cem-instruments.com
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T-70B/70/71/72

Handheld Thermal Vision Monocular

T-70B/70/71/72 Handheld Thermal Vision Monucular provide clear images with high IR resolution,
easy access to new features such as video & image recording. WIFI connectivity offer video &
image real time share to smartphone/tablet .

Specifications T-70B T-70 T-71 T-72
Imaging and optical data
IR resolution 120x120 120x120 160x120 384x288 Model T-70
Field of View (FOV) 21x21° 8x8° §.2°%6.1° 17°x12°
Spafial fesofution 4.53mrad 1.79mrad 0.89mrad 0.77mrad
(IFOV) (IFOV) (IFOV) (IFOV)
Thermal sensitivity/ NETD <0.04°C @ +30°C (+86°F) / 40 mK
Image frequency 50Hz
Len ;‘lj_g‘m 19mm F1.0

Image presentation

Display 1.44" 720x576 EVF

Color palettes IRON/GREY/ HOT RED/ COLD BLUE
Set-up

Laser / floodlight < class2 / white LED floodlight

Local adaptation of units, language. date and time

Set-up commands : ; Z
formats, information of camera

Language selection English, Chinese, French. German. Spanish
Storage of videos/images
Storage media 4Gbytes eMMC internal
Standard MPEG-4, 640x480(@30fps, on memory card <

Video storage format 60 minutes

Standard JPEG, including measurement data, on
memory card = 1000 pictures

Data communication interfaces

Data transform between camera and PC

Image storage format

USB interface
Remote control, live video

Wi-Fi connectivity allows to send images and data to
mobile devices remote control, live video

Wi-Fi connectivity

Size(HxWxD): 48 x 50x 180mm Weight: 370g
Accessories: Gift box.

:o www.cem-instruments.com
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1045 |30F/50F

Thermal Camera

)
._9"‘»
b o

Model T-50F

Model T-09F

www.cem-instruments.com
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T-30F/32/32Pro/33/33Pro/34

Portable thermal camera

The portable thermal camera series with are easy to use, USB rechargeable. They can quickly scan the temperature

of electrical equipment, machinery, and other assets. They provide high and low temperature points, crosshairs to

pinpoint specific temperatures, and options for temperature alarms.

C€

EMC

EN: 61326-1

EN: 61010-1
‘Specifications

Mode T-30F T-32 T-32 Pro T-33 T-33 Pro T-34

IR resolution 96x96 120x90 120x90 160x120 160x120 256x192
Image frequency 25Hz 25Hz 25Hz 25Hz 25Hz 25Hz
Pixel size 17pm 17pm 17um 17pm 17um 17pm
Field of view (FOV) / 34°x23°/ 50°x38°/ 50°x38°/ 34°x23¢°/ 34°x23°/ 50°x38°/
Minimum focus distance  0.5m 0.5m 0.5m 0.5m 0.5m 0.5m

Object temperature

range 0to400°C  0to 400°C
Built-in digital camera M
Display 2.8" 320x240 TFT screen

Color palettes
P Below alarm, Zone alarm,

Spot Center Spot

Automatic hot/

o d dntictien Auto hot or cold markers

Storage media 4GB EMMC

Image storage format

Size(HxWxD): 90X85X25mm
Accessories: USB cable, Gift box.

Weight: 115g

pictures
Interfaces USB Type-C
Battery Li-ion battery, 4 hours operating time

-20 to 150°C  -20to 150°C -20to 150°C -20to 150°C -20to 150°C -20 to 400°C
(-4 t0 302°F) (-4 to 302°F) (-4 to 302°F) (-4 to 302°F) (-4 t0o 302°F) (-4 to 752°F)
0 to 550°C
3210 752°F 3210 752°F 32101022°F 3210 1022°F | 32 to 1022°F | 32 to 1022°F

0to 550°C  0to550°C  Oto 550°C

M 2M

Iron, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold, Feather, Above alarm,

Standard JPEG, or HIR files including measurement data, on memory card >6000

CEM

T-20F Mhgernad imager

Model T-30F

320x240

2M visible light digital
2.8" TFT screen

camera

400°C IP54
400°C temperature IP54
range

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com




Model T-50F

r"n

LJ

QR Code Scan

AUF

Auto Fusion
mode (AUF)

~

Wi-Fi
Connectivity

Electrical insg

640x480 3.5"

capacitive touch screen

160x120 focal
plane array (FPA)

Specifications

IR resolution
Image frequency

Pixel size

Field of view (FOV)/ Minimum

foecus distance

Object temperature range

Built-in digital camera
Display
Image modes

Area

Storage media

Video storage format

Image storage format
Wifi
Interfaces

Battery
Color palettes

Spot

Automatic hot/'cold detection

Size(HxWxD): 80 x 52 x 18mm

Building inspection

The 3.57640x480 touchscreen LCD offers Auto Fusion l‘uncliun%

to blend a visible image with an infrared image to more easily 0
locate problems. It can scan the asset’s QR code or barcode,

help classifying the thermal images into predefined folders.

with WiFi function, you can transfer realtime thermal video or

images to the smart phone, easily analyse, report and share.

C€

EMC

EN: 61326-1

EN: 61010-1
T-50B T-50F T-60F T-65F
120x90 120x90 160x120 256x192
25Hz 50Hz 25Hz 25Hz
17um 17pum 1 7pm 17pum
50°x38°/ 50°x38°/ 42°x42°/ 50°x38°/
0.5m 0.5m 0.5m 0.5m
=20 to 150°C =20 to 150°C -20 to 150°C =20 to 400°C
(-4 to 302°F) (-4 1o 302°F) (-4 to 302°F) (-4 to 752°F)
0 to 400°C 0 to 550°C 0 to 400°C
(32 to 752°F) (32 to 1022°F) (32 to 7522°F)

M 2M 2M

3.5" 320x240 Capacitive

3.5" 640x480 Capacitive touch screen
touch screen

IR image IR image, Visual image, Picture in picture, Auto fusion

Three areas analyse

8GB SD Card 3.4GB internal EMMC & 8GB SD Card
Standard MPEG-4 encode, 640x480(@30fps, on memory
card

BMP Standard JPEG,or HIR files including measurement data,
on memory card >6000 pictures
802.11, transfer images and realtime video stream.

USB type-C

Li-1on battery, 4 hours operating time

Iron, Rainbow, Grey, Grey Inverted, Brown, Blue-red, hot-cold, Feather, Above
alarm, Below alarm, Zone alarm,

Center Spot, Three manual spots

Auto hot or cold markers

Weight: 196g

Accessories: USB cable, Gift box.

_—
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Wilderness exploration Industrial inspection

www.cem-instruments.com
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T-09F/15F/20/25

Smart Thermal Camera

Smart Thermview APP Function

¢ Thermal image snap and record

* Show temperature data at real time.

¢ Point/Line/Area real-time analysis

® History thermal image analysis

e Export PDF report

® Share thermal image to social platform

® Real-time preview the measurements of 9 color palettes

Specifications

Thermal Sensor

Field of View

Frame Rate

Object Temperature Range
Detection Range
Recognition Range
Identification Range
Photo & Video
Spot/Line/Area Temperature
High/Low Temperature
Threshold Mode

9 Color Palettes

Auto Mode

Auto Emissivity

Size(HxWxD): 65 x 26x 16mm
Accessories: Gift box.

T-09F
120x90
50°x38°/0.5m
25Hz
-20°C-400°C
543m
136m

78m

*

&

Weight: 80g

:"@!diliuning inspection
’)

T-15F
160x120
21°x16°%/0.5m
25Hz
-20°C~400°C
543m
136m

T8m

*

*

T-20
320%240
36°
<9Hz
-10°C~330°C
543m
136m

78m

#*

*

HVAC/R

Machine monitoring

C€

EMC
EN: 61326-1
EN: 61010-1

Model T-09F

T-25
256x192
50°x38°

25Hz

-10°C-400°C

2m Model T-25
136m

T8m

#*

*

Thermview

=

www.cem-instruments.com
E-mail:cemyjm@cem-instruments.com
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EMC
EN: 61326-1
EN: 61010-1

Model AI-80, AI-160, AI-384

Model UIR80, UIR160, UIR384, UIR640

DT-971S/971H/DB-640 Professional Thermal Imaging Camera

EMC
EN: 61326-1
EN: 61010-1

q3

Size(HxWx I.o i x115mm x83mm

Weight: 632¢ @

Accessories: Infrared o Lwith lens, CVBS cable, Gift box.

Specifications

UIRS0
Imaging and optical data
IR Resolution
Focal Plane A may

Field of Vi ew 17x17